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Please Read Before Use

Thank you for purchasing our product.

This instruction manual explains the handling methods, structure and maintenance of this
product, providing the information you need in order to use the product safely.

Before using the product, be sure to read this manual and fully understand the contents
explained herein to ensure safe use of the product.

Please downloaded the user’s manual from our website.
You can download it free of charge. User registration is required for the first time
downloading.

URL : www.iai-robot.co.jp/data_dI/CAD_MANUAL/

When using the product, print out of the necessary portions of the relevant manual, or
please display it on your computer, tablet terminal, etc. so that you can check it immediately.

After reading the instruction manual, keep it in a convenient place so that whoever is
handling the product can refer to it quickly when necessary.

[Important]

e This instruction manual is an original document dedicated for this product.

o This product cannot be used in ways not shown in this instruction manual. 1Al shall not be
liable for any result whatsoever arising from the use of the product in any other way than
what is noted in the manual.

e The information contained in this instruction manual is subject to change without notice for
the purpose of product improvement.

¢ If any issues arise regarding the information contained in this instruction manual, contact
our customer center or the nearest sales office.

¢ Use or reproduction of this instruction manual in full or in part without permission is prohibited.

e The company names, names of products and trademarks of each company shown in the
text are registered trademarks.
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Safety Guide

“Safety Guide” has been written to use the machine safely and so prevent personal injury or
property damage beforehand. Make sure to read it before the operation of this product.

Safety Precautions for Our Products

The common safety precautions for the use of any of our robots in each operation.

No. Oper:fltl?n Description
Description
1 Model e This product has not been planned and designed for the application
Selection where high level of safety is required, so the guarantee of the

protection of human life is impossible.

Accordingly, do not use it in any of the following applications.

1) Medical equipment used to maintain, control or otherwise affect
human life or physical health.

2) Mechanisms and machinery designed for the purpose of moving or
transporting people (For vehicle, railway facility or air navigation
facility)

3) Important safety parts of machinery (Safety device, etc.)

e Do not use the product outside the specifications.
Failure to do so may considerably shorten the life of the product.
e Do not use it in any of the following environments.

1) Location where there is any inflammable gas, inflammable object or
explosive

2) Place with potential exposure to radiation

3) Location with the ambient temperature or relative humidity
exceeding the specification range

4) Location where radiant heat is added from direct sunlight or other
large heat source

5) Location where condensation occurs due to abrupt temperature
changes

6) Location where there is any corrosive gas (sulfuric acid or
hydrochloric acid)

7) Location exposed to significant amount of dust, salt or iron powder

8) Location subject to direct vibration or impact

e For an actuator used in vertical orientation, select a model which is
equipped with a brake. If selecting a model with no brake, the moving
part may drop when the power is turned OFF and may cause an
accident such as an injury or damage on the work piece.
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No.

Operation
Description

Description

Transportation

When carrying a heavy object, do the work with two or more persons
or utilize equipment such as crane.

When the work is carried out with 2 or more persons, make it clear who
is to be the “leader” and who to be the “follower(s)” and communicate
well with each other to ensure the safety of the workers.

When in transportation, consider well about the positions to hold,
weight and weight balance and pay special attention to the carried
object so it would not get hit or dropped.

Transport it using an appropriate transportation measure.

The actuators available for transportation with a crane have eyebolts
attached or there are tapped holes to attach bolts. Follow the
instructions in the instruction manual for each model.

Do not step or sit on the package.

Do not put any heavy thing that can deform the package, on it.

When using a crane capable of 1t or more of weight, have an operator
who has qualifications for crane operation and sling work.

When using a crane or equivalent equipments, make sure not to hang
a load that weighs more than the equipment’s capability limit.

Use a hook that is suitable for the load. Consider the safety factor of
the hook in such factors as shear strength.

Do not get on the load that is hung on a crane.

Do not leave a load hung up with a crane.

Do not stand under the load that is hung up with a crane.

Storage and
Preservation

The storage and preservation environment conforms to the installation
environment. However, especially give consideration to the prevention
of condensation.

Store the products with a consideration not to fall them over or drop
due to an act of God such as earthquake.

Installation and
Start

(1) Installation of Robot Main Body and Controller, etc.

Make sure to securely hold and fix the product (including the work

part). A fall, drop or abnormal motion of the product may cause a

damage or injury.

Also, be equipped for a fall-over or drop due to an act of God such as

earthquake.

Do not get on or put anything on the product.

Failure to do so may cause an accidental fall, injury or damage to the

product due to a drop of anything, malfunction of the product,

performance degradation, or shortening of its life.

When using the product in any of the places specified below, provide a

sufficient shield.

1) Location where electric noise is generated

2) Location where high electrical or magnetic field is present

3) Location with the mains or power lines passing nearby

4) Location where the product may come in contact with water, oil or
chemical droplets
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Operation

12, Description

Description

4 Installation and
Start

(2) Cable Wiring

Use our company’s genuine cables for connecting between the
actuator and controller, and for the teaching tool.

Do not scratch on the cable. Do not bend it forcibly. Do not pull it. Do
not coil it around. Do not insert it. Do not put any heavy thing on it.
Failure to do so may cause a fire, electric shock or malfunction due to
leakage or continuity error.

Perform the wiring for the product, after turning OFF the power to the
unit, so that there is no wiring error.

When the direct current power (+24V) is connected, take the great
care of the directions of positive and negative poles. If the connection
direction is not correct, it might cause a fire, product breakdown or
malfunction.

Connect the cable connector securely so that there is no disconnection
or looseness. Failure to do so may cause a fire, electric shock or
malfunction of the product.

Never cut and/or reconnect the cables supplied with the product for the
purpose of extending or shortening the cable length. Failure to do so
may cause the product to malfunction or cause fire.

(3) Grounding

The grounding operation should be performed to prevent an electric
shock or electrostatic charge, enhance the noise-resistance ability and
control the unnecessary electromagnetic radiation.

For the ground terminal (PE) on the AC power cable of the controller
and the grounding plate in the control panel, make sure for grounding
work. For security grounding, it is necessary to select an appropriate
wire thickness suitable for the load.

Perform wiring that satisfies the specifications (electrical equipment
standards and criteria).

For detail, follow the description in [an instruction manual of each
controller or controller built-in actuator].

Conduct functional grounding on the FG terminal for a controller
supplying 24V DC or a controller built-in type actuator. In order to
minimize influence to mechanical operation given by electromagnetic
interference (noise) to an electrical device or insulation failure, conduct
grounding on a terminal or a conductor that is electrically stable. The
reference impedance should be Type D (Former Class 3, ground
resistance 100Q or less).
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No. Oper_atu_)n Description
Description
4 | Installation and | (4) Safety Measures
Start e When the work is carried out with 2 or more persons, make it clear who

is to be the “leader” and who to be the “follower(s)” and communicate
well with each other to ensure the safety of the workers.
When the product is under operation or in the ready mode, take the
safety measures (such as the installation of safety and protection
fence) so that nobody can enter the area within the robot’s movable
range.
When the robot under operation is touched, it may result in death or
serious injury.
Make sure to install the emergency stop circuit so that the unit can be
stopped immediately in an emergency during the unit operation.
Take the safety measure not to start up the unit only with the power
turning ON. Failure to do so may start up the machine suddenly and
cause an injury or damage to the product.
Take the safety measure not to start up the machine only with the
emergency stop cancellation or recovery after the power failure.
Failure to do so may result in an electric shock or injury due to
unexpected power input.
When the installation or adjustment operation is to be performed, give
clear warnings such as “Under Operation; Do not turn ON the power!”
etc. Sudden power input may cause an electric shock or injury.
Take the measure so that the work part is not dropped in power failure
or emergency stop.
Wear protection gloves, goggle or safety shoes, as necessary, to
secure safety.
Do not insert a finger or object in the openings in the product. Failure
to do so may cause an injury, electric shock, damage to the product or
fire.
When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

5 | Teaching When the work is carried out with 2 or more persons, make it clear who

is to be the “leader” and who to be the “follower(s)” and communicate
well with each other to ensure the safety of the workers.

Perform the teaching operation from outside the safety protection
fence, if possible. In the case that the operation is to be performed
unavoidably inside the safety protection fence, prepare the
“Stipulations for the Operation” and make sure that all the workers
acknowledge and understand them well.

When the operation is to be performed inside the safety protection
fence, the worker should have an emergency stop switch at hand with
him so that the unit can be stopped any time in an emergency.

When the operation is to be performed inside the safety protection
fence, in addition to the workers, arrange a watchman so that the
machine can be stopped any time in an emergency. Also, keep watch
on the operation so that any third person can not operate the switches
carelessly.

Place a sign “Under Operation” at the position easy to see.

When releasing the brake on a vertically oriented actuator, exercise
precaution not to pinch your hand or damage the work parts with the
actuator dropped by gravity.

* Safety protection Fence : In the case that there is no safety protection

fence, the movable range should be
indicated.
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No.

Operation
Description

Description

Trial Operation

e \When the work is carried out with 2 or more persons, make it clear who

is to be the “leader” and who to be the “follower(s)” and communicate
well with each other to ensure the safety of the workers.

After the teaching or programming operation, perform the check
operation one step by one step and then shift to the automatic
operation.

When the check operation is to be performed inside the safety
protection fence, perform the check operation using the previously
specified work procedure like the teaching operation.

Make sure to perform the programmed operation check at the safety
speed.

Failure to do so may result in an accident due to unexpected motion
caused by a program error, etc.

Do not touch the terminal block or any of the various setting switches
in the power ON mode.

Failure to do so may result in an electric shock or malfunction.

Automatic
Operation

Check before starting the automatic operation or rebooting after
operation stop that there is nobody in the safety protection fence.
Before starting automatic operation, make sure that all peripheral
equipment is in an automatic-operation-ready state and there is no
alarm indication.

Make sure to operate automatic operation start from outside of the
safety protection fence.

In the case that there is any abnormal heating, smoke, offensive smell,
or abnormal noise in the product, immediately stop the machine and
turn OFF the power switch. Failure to do so may result in a fire or
damage to the product.

When a power failure occurs, turn OFF the power switch. Failure to do
SO may cause an injury or damage to the product, due to a sudden
motion of the product in the recovery operation from the power failure.

MEOQ373-4A




I1A1

No.

Operation
Description

Description

Maintenance
and Inspection

*

When the work is carried out with 2 or more persons, make it clear who

is to be the “leader” and who to be the “follower(s)” and communicate

well with each other to ensure the safety of the workers.

Perform the work out of the safety protection fence, if possible. In the

case that the operation is to be performed unavoidably inside the

safety protection fence, prepare the “Stipulations for the Operation”

and make sure that all the workers acknowledge and understand them

well.

When the work is to be performed inside the safety protection fence,

basically turn OFF the power switch.

When the operation is to be performed inside the safety protection

fence, the worker should have an emergency stop switch at hand with

him so that the unit can be stopped any time in an emergency.

When the operation is to be performed inside the safety protection

fence, in addition to the workers, arrange a watchman so that the

machine can be stopped any time in an emergency. Also, keep watch

on the operation so that any third person can not operate the switches

carelessly.

Place a sign “Under Operation” at the position easy to see.

For the grease for the guide or ball screw, use appropriate grease

according to the instruction manual for each model.

Do not perform the dielectric strength test. Failure to do so may result

in a damage to the product.

When releasing the brake on a vertically oriented actuator, exercise

precaution not to pinch your hand or damage the work parts with the

actuator dropped by gravity.

The slider or rod may get misaligned OFF the stop position if the servo

is turned OFF. Be careful not to get injured or damaged due to an

unnecessary operation.

Pay attention not to lose the removed cover or screws, and make sure

to put the product back to the original condition after maintenance and

inspection works.

Use in incomplete condition may cause damage to the product or an

injury.

Safety protection Fence : In the case that there is no safety protection
fence, the movable range should be
indicated.

Modification
and Dismantle

Do not modify, disassemble, assemble or use of maintenance parts
not
specified based at your own discretion.

10

Disposal

When the product becomes no longer usable or necessary, dispose of
it properly as an industrial waste.

When removing the actuator for disposal, pay attention to drop of
components when detaching screws.

Do not put the product in a fire when disposing of it.

The product may burst or generate toxic gases.

11

Other

Do not come close to the product or the harnesses if you are a person
who requires a support of medical devices such as a pacemaker.
Doing so may affect the performance of your medical device.

See Overseas Specifications Compliance Manual to check whether
complies if necessary.

For the handling of actuators and controllers, follow the dedicated
instruction manual of each unit to ensure the safety.
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The safety precautions are divided into “Danger”, “Warning”, “Caution” and “Notice” according to
the warning level, as follows, and described in the instruction manual for each model.

Level Degree of Danger and Damage Symbol

This indicates an imminently hazardous situation which, if the
Danger |product is not handled correctly, will result in death or serious & Danger

injury.
This indicates a potentially hazardous situation which, if the

Warning | product is not handled correctly, could result in death or serious & Warning
injury.
This indicates a potentially hazardous situation which, if the

Caution |product is not handled correctly, may result in minor injury or & Caution
property damage.

Notice This indicates lower possibility for the injury, but should be kept @

to use this product properly.
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Construction of Instruction Manual and This Manual

@ Basic Specifications

» Screw Tightening Operation =l SEL Program Generator (this manual) MEQ373
* Program
* SEL Program Language =—————i SEL Language Programing Manual MEQ224

B Applicable Controller (including actuator integrated type)

*TTA Il TTA Instruction Manual MEQ0320
* MSEL l MSEL Instruction Manual MEQ336
 RSEL fll RSEL Instruction Manual MEQ0392

B Teaching Tool
 PC Software (TTA, MSEL) =0l PC Software MEOQ154
 PC Software (RSEL) ==l PC Software MEO0398
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1. Introduction

1.1  Overview of SEL Program Generator (Screw-Tightening Type)

SEL Program Generator (Screw-Tightening Type) is a tool that automatically generates the
“SEL programs” and “position data” which are necessary in order to perform screw
tightening work.

Shown below are the features supported by this generator.

Final Tightening

Temporary Tightening

Temporary Insertion

Final Tightening of Screw Temporarily Inserted
Loosening

Screw Tightening Error Detection

1.1.1  Final Tightening

A screw taken out of a feeder should be tightened till the torque of the screwdriver
increases.

1) 3)

4

1
2
|

Forward
s

~

Feeder

T

1) The screwdriver moves to the screw feeding position on the feeder.

2) Make the screwdriver turn clockwise and have a screw stick on the screwdriver
to take it out.

3) The screwdriver moves to the position of screw tightening.
4) The screwdriver turns clockwise and drops down till the torque increases.
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1.1.2 Temporary Tightening

The screw gets loosened for the indicated amount after the final tightening is conducted.

L 3)
\( hY 4) 5)

vl t
2) 1 !
C ZN@ @] V& D >R

Reverse
Forward
R

| [ B |

1) The screwdriver moves to the screw feeding position on the feeder.

2) Make the screwdriver turn clockwise and have a screw stick on the screwdriver
to take it out.

3) The screwdriver moves to the position of screw tightening.
4) The screwdriver turns clockwise and drops down till the torque increases.
5) The screwdriver turns counterclockwise and rises up to the indicated position.

T

Feeder

AR

1.1.3 Temporary Insertion
A screw taken out of a feeder should be tightened for the indicated amount.

1) 3)

ey

2 Z |l |[=
c- ) @ |:“> Forward
L2 Forward

R

1) The screwdriver moves to the screw feeding position on the feeder.

2) Make the screwdriver turn clockwise and have a screw stick on the screwdriver
to take it out.

3) The screwdriver moves to the position of screw tightening.
4) The screwdriver turns clockwise and drops down to the indicated position.

| =>

VT

Feeder
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1.1.4 Final Tightening of Screw Temporarily Inserted

A screw inserted or tightened temporarily should be tightened till the torque increases.

TN

w
~

v 2)

> I
|::> |::> Reve|5e> ( )

Forward

E
2

AT

ST

(Y

1) Tip of the screwdriver bit moves to the position of a screw head which is
temporarily inserted (tightened).

2) The screwdriver turns counterclockwise so the bit tip fits to the slots on the screw
head. (Note)

3) The screwdriver turns clockwise and drops down till the torque increases.

Note 1  The operation in Step 2) is called “bit fitting operation”.
Whether to activate the bit fitting operation or not can be selected for
your needs.

MEOQ373-4A 3
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1.1.5 Loosening

Atightened screw can be taken out and thrown away at the indicated position.

]

]

]

</
Q)

| €=

=y =¥y (i oY=t |1 >

Reverse Forward

()

O
Y

5)

Reverse

A
@—»3 <:| ALY
\4

(
U) <ﬂ <ﬂ
Lo | 5

1) The tip of the screwdriver bit moves to the position of a screw head which is
tightened up.

2) The screwdriver turns counterclockwise so the bit tip fits to the slots on the screw
head. (Note®)

3) The screwdriver turns clockwise and drops down to the indicated position. (Not2)
4) The screwdriver turns counterclockwise and rises up to the indicated position.

5) The screwdriver moves to the indicated position (position to throw away a
screw).

6) Screw sticking is stopped and screw gets thrown away.

i
i

Note 1  The operation in Step 2) is called “bit fitting operation”.
Whether to activate the bit fitting operation or not can be selected for
your needs.

Note 2 The operation in Step 3) makes the bit tip bite the screw head stronger.
This is called “Driving operation”.
Whether to activate the further biting operation or not can be selected
for your needs.

4 MEOQ373-4A
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1.2 Environment for Operation

In order to operate this software, it is necessary that your personal computer satisfies the
following conditions.

oS Windows 10

Windows 11
Computer Main Unit Personal computer capable to operate the OS above
Memory Capacity Capacity required to operate the OS above

Open Capacity in Hard Disk | 20MB or more

Display Resolution XGA (1024x768) or more

Windows is registered trademarks of Microsoft Corporation.

1.3 Applicable Robot Controllers

This software is applicable for the following robot controllers.

o Table-Top Type Robot TTA (with built-in controller)

o MSEL-PC/PG/PCF/PGF (Cartesian, Single-axis Robot Control Type)
(It is applicable only for those with the same construction as TTA has, which is 1st
axis = X-axis, 2nd axis = Y-axis, 3rd axis = Z-axis and 4th axis = R-axis)

e RSEL System
(It is applicable only for those with the same construction as TTA has, which is 1st

axis = X-axis, 2nd axis = Y-axis, 3rd axis = Z-axis and 4th axis = R-axis)

Caution:

SEL program generator is not applicable for the work and tool coordinate system
features.

When the TTA and MSEL controller to be used is applicable for the work and tool
coordinate system features ', set the work coordinate offset and tool coordinate offset

to “0.000mm” for all the axes before executing the program.

They are not applicable when using only the single axis (including gripper, rotary, etc.

MEOQ373-

4A 5
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1.4

Input and Output Signals to be Used (P10O)

PIO signals are to be used for command/response between a robot controller and external
devices (such as tightening screwdriver).

End / Resume command >

Push button
switch, etc. Pickup screw restart command >
Feeder ______________ S_ (_:[9_\/_V_Q£(2§§[I_C§ ___________ >
Torque-up >
IR Reset ..
- Rotation speed change _________|
€. FOWardstart |
Screwdriver | | qg-—ooo—o____ Reversestart ____________.

or

4____________F_Qr_V!é‘E(!_S_e_'?P_t ______________
4___________5‘229[%9_3_%'9_‘3_" ______________
e Start ]
Vacuum pump <. __________ §y_c_t|_o_r1_c_0_r[‘m999 _____________
P Screw absence detect | ________|
Lamp, etc. | o ____Screw tightening error detect ______|

Robot
controller

* Solid line signals are mandatory
 Dashed line signals are optional (Related functions require them)

MEOQ373-4A
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1.4.1 Input Signals (External Device => Robot Controller)

Signal Name Functions
End / Resume End / Resume command signal (signals such as pressing button switch)
command of the robot program that was paused due to error detection is to be
[Mandatory] input.
Signal level should be selected from the following.

e OFF-level

e ON-level

e OFF-edge

e ON-edge
Torque-up Torque-up signal (screw-tightening complete signal) of the tightening
[Mandatory] screwdriver is to be input.

It turns ON when the torque of the tightening screwdriver increases.

Torque up signal
(Input)

. Forward
Screwdriver Stop |

Torque up

Also, it resets in one of the following ways.
¢ Reset by “Reset signal” output ON pulse

Reset signal
(Output)

Start signal
(Output)

Torque up signal

(Input)
Screwdriver Rotation ‘| |’

Stop *
Torque up

¢ Reset by “Start signal” output OFF

Start signal
(Output)

Torque up signal

(Input)
Rotation H
Screwdriver  gtop *

Torque up

MEOQ373-4A
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Signal Name

Functions

Screw presence

Screw existence signal of the screw feeder is to be input.
It is ON when there are screws at the feeding point and turns OFF when

gone.

Screw existence signal
(Input) ‘ _

Exist ‘
Screw Empty ‘ _I_

Refer to [6.6 Pickup Screw] for details.

Pickup screw
restart command

Screw feeding operation that was paused due to screw absence
detection is to be resumed.
Signal level should be selected from the following.

e OFF-level

e ON-level

e OFF-edge

e ON-edge

Refer to [6.6 Pickup Screw] for details.

MEOQ373-4A
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1.4.2 Output Signals (Robot Controller => External Device)

Signal Name

Functions

Reset

Torque-up signal of the tightening screwdriver is to be reset.

Torque up signal
(Input)
Reset signal
(Output)

Pulse band can be set up from the range between 0.01 and 99.00sec.

Rotation speed
change

Revolution speed of the screw driver can be switched (Low/High).
It should be used in a case that the revolution speed is required to be
changed for different screw types, screw tightening points and so on.

Forward start

Reverse start

The revolution of the screwdriver can be controlled between
clockwise and counterclockwise.

It turns clockwise / stops with the ON / OFF of “Forward starting
signal”.

It turns counterclockwise / stops with the ON / OFF of “Reverse
starting signal’”.

Forward starting signal
(Output)
Reverse starting signal \ W

(Output) \ \
Forward \‘I \‘l \ l
Screwdriver ~ Stop | ST
Reverse

Forward select

Reverse Select

Start

The revolution of the screwdriver can be controlled between
clockwise and counterclockwise.

Select the direction of screw turn (clockwise / counterclockwise) with
“Forward selection signal” and “Reverse selection signal” and starts
turning / stops with the ON / OFF of “Start signal”.

Forward selection signal
(Output)
Reverse selection signal
(Output)
Start signal
(Output) ] )

Forward
Screwdriver  Stop L { {
Reverse

Suction command

It makes a screw stick on.

Suction command
(Output) :I 2 5{
Vacuum pump Suction
Stop

MEOQ373-4A
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Signal Name

Functions

Screw absence
detect

It turns ON when there in no screw at the screw feeding point at the

start of screw tightening operation.
It should be used to notify an operator that all the screws are gone.

Screw tightening
error detect

It turns ON when a screw tightening error (screw not seated properly,

loose hole) was detected.
It should be used to notify an operator that a screw tightening error

was detected.

10
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1.5 Data to be Used (Variables, Flags and Subroutines)

Following data should be used in SEL programs generated by this software.

uonPNPoAU| *| .

Data Type Used Range
Local_ Integer 1050 to 1099
Variables
Local Real Variables 1170 to 1199
Local Flags 980 to 999
Subroutines 4110 99

Caution: There is a concern that operation would not be performed in normal
condition in case any change (such as to change values, reuse for
another purpose, etc.) is made to the data above.

Pay special attention in case it is required to change the generated

program.

MEOQ373-4A 11
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1.6 Devices Necessary for Screw Tightening

In order to perform screw tightening with the program generated by this tool, it is necessary
to have the following devices.

o Automatic Screwdriver (Note) (Note2)
e Screw Feeder (Note 3)
e Screw Suction Vacuum Pump (Note4)

1.6.1 Automatic Screwdriver
Use a model that satisfies the following two conditions.

1) It possesses either of the ways shown below in order to make a command for turn
(clockwise / counterclockwise) and stop of a screwdriver.

(A) Forward starting signal / Reverse starting signal

Forward starting signal
(Input)

Reverse starting signal
(Input)

Forward
\ |

Screwdriver  Stop

Reverse

(B) Direction select signal + Start signal

Forward selection signal
(Input)

Reverse selection signal

(Input) ‘
Start signal \A \L

(Input)

Forward
N

S
(“_/

Screwdriver  Stop \

Reverse

12 MEOQ373-4A
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2) It possesses either of the ways shown below in order to reset the torque-up signal.

(A) Reset signal ON pulse

Reset signal
(Input)

uonPNPoAU| *| .

Start signal

(Input) (’ {

Torque up signal [/ \dl

(Output)
Rotation KA
Screwdriver

Stop
*

Torque up

(B) Start signal OFF

Start signal

(Input) |
_h

Torque up signal \
(Output)

Rotation &
Screwdriver
Stop —— *

Torque up

<Regarding Robot Installation>
In order to reduce the stress, robot should be installed via dumper structure.

o Stress applied to screws and screwdriver caused by a shock when a
workpiece contacts

o Stress applied to screws and workpiece caused by the velocity
difference between Z-axis feeding speed and screw forwarding

MEOQ373-4A 13
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1.6.2 Screw Feeder

Use a model that possesses the following signals.

Screw existence signal
(Output)

Screw Exist

Empty

1.6.3 Screw Suction Vacuum Pump

Use a model that possesses the following signals.

Suction command
(Input)

Suction

Stop

Vacuum pump

14
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2. Installation

Install the software in the following procedure.

1) Double-click “Setup.exe”.

S

setup.exe

2) Once the installer is ready, click on button.

"8 SEL Program Generator (Screw Tightening) - InstallShield Wizard x
Welcome to the InstallShield Wizard for
SEL Program Generator (Screw Tightening)

The InstallShield{R) Wizard will install SEL Program Generator
(Screw Tightening) on your computer. To continue, click Next.

WARNING: This program is protected by copyright law and
international treaties.

-
| Next > Cancel
|

3) Input the information in “User Name” and “Organization”, and click on button.

"M SEL Program Generator (Screw Tightening) - InstallShield Wizard x
Customer Information
Flease enter your information.
I-I_JseTNam_e: —— e m = e = ===y
1= 1
| |
Qrganization: |
1[===
nstallShiel
< Back II[ Next > | Cancel
|

MEOQ373-4A 15
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4) Click on button.
(Note) When it is necessary to change the domain to install, click on

5) Select a subject to install (click a button) and installation process will start.

button and select a domain to install.

"8 SEL Program Generator (Screw Tightening) - InstallShield Wizard

-0
Destination Folder 1 i
Click Next to install to this folder, or click Change to install to a different folder. I

Install SEL Program Generator (Screw Tightening) to:
— C:¥Program Files (x86)¥1Al Corpos rewT| gl Change...

< Back | Next > Cancel

(Note) If “User Account Control” dialog window appears, click on button to

16

continue the installation process.

"M SEL Program Generator (Screw Tightening) - InstallShield Wizard
Ready to Install the Program ] b 4
The wizard is ready to begin installation. I

If you want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.

Install this application for:

e e e o ===
# Anyone who uses this computer (all users) |

Only for me (*==)

e e oo o = d

< Back ta Cancel

MEOQ373-4A
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6) Click on button to finish the installation.

"M SEL Program Generator (Screw Tightening) - InstallShield Wizard

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed SEL Program
Generator (Screw Tightening). Click Finish to exit the wizard.

uonejejsu| ‘g

|. Finish

MEOQ373-4A 17
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3. Startup and Finish

Select [All Programs] - [IAI] - [SEL Program Generator (Screw Tightening)] in Start Menu of

1Al

SEL Program Generator (Screw Tightening)

3.1 Start
Windows.
SEL
GEN
3.2 Finish

Choose either way to exit.

o Select [File (F)] - [Exit (X)] in the menu bar.
e Click on button on the top right of the main window.

MEOQ373-4A
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4. Explanation of Windows

If you start up this software, the “Main Window” as shown below will appear.

Menu Bar
|

% ScrewTightening.sgprit - SEL Proglam Generator (Scraw 'I'lghtening_

File(F) Edit(E) \View(V) Project(P) Draw(D) Tool(T) Help(H)

td (] [55] e = |

fction Wertex Hmm) Ymm) Zlmm) ¥y O 10 20 10 40 50 &0 70 80
0 | Wark Home Point 0000 n.0oo 300000 ¥
1 Paint Paint 10,000 10,000 30,000
2 Paint Point 10,000 30,000 30,000 .
3 Paint Paint 10,000 50000 30,000 .‘..
4 Paint Point 30.000 10,000 30,000 .
. . = B o
3 Paint Paint 30000 30,000 30,000
] Paint Point 30.000 50000 30,000
7 Paint Paint 50000 10,000 30,000
8 Paint Point 50.000 30,000 30,000 &
] Paint Paint 50000 50000 30,000
=] O o
2,
=’
E .'.'.'_ __________________ o
3
=
2

®= B0.000, Y= B0.000 |Magnification:125% |SelectLocalion

f

Status Bar Figure List Display Drawing Area

MEOQ373-4A 21
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4.1 Menu Bar

You can execute each type of operation from the pull-down menu.

Menu Sub Menu Functions
File (F) New Project (N) A new project can be created.
Open Project (O) An existing project can be opened.
Save As (A) You can put a name to a project and save it.
Save (S) You can overwrite a project.
Dxf data (D) eRead (R)
DXF figure data can be read out from a file.
e Clear (C)
The DXF figure already read in can be cleared.
Reference data (F) eRead (R)
Figure data for reference can be read out from a file.
e Clear (C)
The figure data for reference already read in can be cleared.
Background image (B) eRead (R)
Background image data can be read out from a file.
e Clear (C)
The image data for background already read in can be
cleared.
Track data (T) eRead (R)
Track data can be read out from a file.
e Clear (C)
The data for track already read in can be cleared.
Exit (X) This software will be finished
Edit (E) Undo (U) The figure editing operation can be undone.
Redo (R) The figure editing operation can be redone.
Cut (T) The selected figure can be cut.
Copy (C) The selected figure can be copied.
Paste (P) The figure which was cut or copied can be pasted.
Delete (D) The selected figure can be deleted.
Select All (A) All of the figure can be selected.
View (V) Display lines (W) Created figure can be selected whether to show or hide.
Display DXF lines (X) DXF figure can be selected whether to show or hide.
Display reference lines (R) | Reference figure can be selected whether to show or hide.
Display track lines (T) Track line data can be selected whether to show or hide.
Zoom (Z) Display magnification of a figure can be selected (from 10% to
8000%).
Project (P) Generate (G) SEL program and position data can be generated.
Simulate (S) Simulation should be performed to check the operation track
and cycle time.
Property (P) Property setting of a project can be established.
Draw (D) Select drawing items (W) Drawing Mode cab be changed to “Select drawing items
mode”.
Select dxf items (X) Drawing Mode cab be changed to “Select dxf items mode”.
Measure distance (M) Drawing Mode cab be changed to “Measure distance mode”.
Point (P) Drawing Mode cab be changed to “Point drawing mode”.
Translation (T) The selected figure can be moved.
Rotation (R) The selected figure can be rotated.
Invert (1) The selected figure can be inverted.
Tool (T) Option (O) Tool option setting can be established.
Help (H) About (A) The version information of this software can be shown.

22
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4.2 Status Bar

The status bar shows you the following information.

1) Coordinates of mouse cursor position
The coordinates (X coordinate and Y coordinate) of the mouse cursor displayed
position should be shown.

2) Magnification
Magnification of the drawing area is shown.

3) Drawing Operation / Two-Point Distance
The current action of drawing operation such as “Select Location” and “Select Start
Location” is shown.
If the drawing mode is “Measure distance”, the distance between the indicated two
points should be displayed.

®= 30,000, Y= G0.000 Magnification:126% |SelectLocation

1) 2) 3

~

MEOQ373-4A

23

SMOPUIAA 1O uoneue|dxg ‘v .



4. Explanation of Windows .

1Al

4.3 Drawing Area

You can create a figure (motion path).
The drawing area is constructed as shown below.

1) Tool Bar 2) Ruler
40

X

1) Tool Bar

IEIMHE¢
Y 0O 0 2

Jo 20 60 70 8l

m} o
=] O
[} m} |

There are buttons allocated to switch the edit mode.
(Refer to [4.3.4 Edit Mode] for the edit mode.)

3) Work area

Button

Functions

Mode changed to “Select drawing items mode”.

Mode changed to “Select dxf items mode”.

Mode changed to “Measure distance mode”.

Mode changed to “Point drawing mode”.

2) Ruler

Scales of X-axis and Y-axis are shown. (Unit: mm)

3) Work Area

It is the work area of X-axis and Y-axis.
A figure (motion path) should be created in the range of this area.

24
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4.3.1 Coordinate System in Work Area

Shown below is the relation between the coordinate system of the work area and that of the
robot.

Shown with “a” and “b” in the figure is the relation between the position of the tool tip and
that of the workpiece when X-axis and Y-axis are positioned at the robot base coordinate

datum (0, 0).
Confirm “@” and “b” in advance in a device drawing and so on.
2
s Y axis
I I N
Robot-base
coordinate reference point b
N
0 > Y,
©
b= i b
| Tool l—) O - Y
LT I — 1~
@ Work
=  J
X Xo ¥
X l—l
Tool tip
N Y
0 b Y
©
Work
X

This software is not applicable for the work and tool coordinate system features.

When the controller to be used is applicable for the work and tool coordinate system
features ™, set the work coordinate offset and tool coordinate offset to “0.000mm” for all
the axes before executing the program.

When. the work coordinate offset and tool coordinate offset are not set to “0.000mm?” for all
the axes, unexpected operation may occur, which could cause interference of robot, tool,.
workpiece, etc., and cause malfunction,. .

TTA ___: Main Application Part V2.00 and later
MSEL. : Main Application Part V2.00 and later

The SEL programs, position data and simulations generated in SEL program generator should be
applicable only when using the table top type robot and cartesian robot.

They are not applicable when using only the single axis (including gripper, rotary, etc.), wrist unit

(including cartesian robot combined) or SCARA Robot (IXP).

MEOQ373-4A 25
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The orientation of the coordinates display in the work area should be selected from the eight

types below.

TYPE 1 TYPE 2
N N
Y Y

L
0 X > ~ X 0
TYPE 3 TYPE 4
0 X X 0
Y Y
TYPE 5 TYPE 6
X X
0 Y Y 0
TYPE 7 TYPE 8
0 Y Y 0
X X

26
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4.3.2 Basic Operation

Basic operations should be performed on a mouse and keyboard.

Button Operation Functions
Click e In Select Drawing Item Mode / Select DXF Items Mode,
A figure which the cursor is pointing on can be selected
Press [Shift] key and hold it down while clicking on a figure and multiple
figures can be selected at once.
¢ In Point Drawing Mode / Measure Distance Mode,
This determines the peak points (measurement start point in measure
distance mode).
Drag e When a figure is selected
The position of the selected figure can be moved.
e When no figure is selected
Range of a figure can be selected.
Click Popup menu should open.
Import(I)
Exchange start point for end point(E)
Modify(M)
Translation(L)
Rotation(R)
Inwvert(I)
Divide(D)
Cuk(T) Ctrl+X
Copy(C) Ctrl+C
Paste(F) Ctrl+V
Delete(D) Del
Select All{A) Ctrl+A
Rotate e When [Ctrl] key is held down
Display can be zoomed in and out. (10% to 8000%)
e When [Shift] key is held down
Display can be scrolled right and left.
¢ |n condition other than above
Display can be scrolled up and down.
Drag Display can be scrolled to the direction that you dragged.

MEOQ373-4A
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4.3.3 Types of Displayed Points and Lines

28

The types of dots and lines displayed in the work area are as shown below.

Display

Contents

Work Home

Point / Starting Point of a Line / Starting Point of a Circle / Starting Point
of an Arc

End Point of a Line / End Point of an Arc

1st Pass Point of a Circle

2nd Pass Point of a Circle / Pass Point of an Arc

(1| =

Center Point of a Circle

Linked Point of a Line / Circle / Arc

Created Figure (with no screw tightening operation)

Created Figure (with screw tightening operation)

Created Figure (selected)

Figure read out of a DXF file

Figure read out of a DXF file (selected)

Figure under working

Movement Route between Figures

MEOQ373-4A
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4.3.4 Edit Mode

Create Drawing / Edit can be switched over by switching the edit mode in the work area.
See below for the feature of each edit mode and how to switch between them.

Mode Functions
Select drawing A created figure can be selected on a mouse.
items [Mode Change in Menu Bar]

Execute [Draw (D)] - [Select drawing items (W)]
[Mode Change in Tool Button]

Click on button

Select dxf items

A figure read out of a DXF file can be selected on a mouse.
[Mode Change in Menu Bar]

Execute [Draw (D)] - [Select dxf items (X)]
[Mode Change in Tool Button]

Click on button

Measure distance

Distance can be measured between any two points.
[Mode Change in Menu Bar]

Execute [Draw (D)] - [Measure distance (M)]
[Mode Change in Tool Button]

Click on button

Point drawing

A dot can be drawn.

[Mode Change in Menu Bar]
Execute [Draw (D)] - [Point (P)]

[Mode Change in Tool Button]

Click on El button

MEOQ373-4A
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4.3.5 Selecting a Figure

Change the edit mode to “Select drawing items” and the created figure gets available to
select.

Also, choose “Select dxf items” and DXF figures get available.

There are four types of figure select.

® Single Select
Click in a figure and this figure can be selected.

%EIEIEIEIEII:“> O 0O o o O

Afigure that has been already selected will be cancelled if any.

%DDDDI:“> o o o o 0O

Also, if a space with no figure gets clicked, all the selection of the figures should be
cancelled.

N
|::>EIEIEIEIE|EI

® Multiple Select

Hold down [Shift] key while selecting a figure, and the figure will be selected in addition to
the figure that has been already selected.

I%El o O 0O |:“> o O o 0O

Click on a figure that is already selected, and the selection of this figure will be cancelled.

R =y :

30 MEOQ373-4A
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® Range Select

Drag the cursor and all the figures included in the dotted rectangle can be selected at
once.

o m o oo B IZ:>

Aline can be selected only when both start and end points are included.

i

Wo—a 0 0 o0& IZ:> = 0—a

® Select All
All the figures can be selected at once in either of the ways below.

SMOPUIAA 1O uoneue|dxg ‘v .

¢ Execute [Edit (E)] - [Select all (A)] from the menu bar
o Execute [Select All (A)] from the pop-up menu

MEOQ373-4A 31



4. Explanation of Windows .

1Al

4.3.6 Show Reference Figure Data

Drawing data in an existing project file can be shown®™°® ") as a reference drawing.
Note 1  Only the lines of the figure should be shown and peak points will not.

[11 Read

In order to read the reference figure data, follow the procedure below.

1) Execute [File (F)] - [Reference data (F)] - [Read (R)] from the menu bar.

2) Select a file name that you would like to show as a reference, and click on

button.

F
SEL
=en Open

Search SelGenerator

s
l\.,./”\..,-) : | <« WinTest (C:) » SelGenerator > | ('f|

i

Organize v Mew folder HE v

- Favorites || sampleProject.sgprit

Bl Desktop
& Downloads

=1l Recent Places =

= Libraries
j Documents
rJ'f Music
=| Pictures

B Videos

& Computer -

jFile name: SampleProject.sgprit -1 Project file(*.sgprjt)

:[ Open iv= Cancel

-

[2] Clear

Execute [File (F)] - [Reference data (F)] - [Clear (C)] in the menu bar, and the reference data

being displayed can be cleared.

32
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[3] Switchover of Show/Hide

Execute [View (V)] - [Display reference lines (R)] in the menu bar, and the reference figure
can be switched between show and hide.

MEOQ373-4A

File(F) Edit(E) | View(V) | Project(P) Draw(D) Tool(T)
f‘ [v| Display lines(w) }{ -
o] :
tion A Display DXF lines(X) —0

0 'Work Home ¥ | Display reference lines(R) |

1| Paint 'v| Display track lines(T)

2 Paint |

3| Point Zoom(Z)

4 Point FOIAT T BT | =

5|  Point Point | a0000] ||-—- g

File(F) Edit(E) | View(V) | Project(P} Draw(D} Tool(T)
f‘ Display lines{W) '{ -
" ) :
Btion . Display DXF lines(X) —7

0| Work Home | | Display reference lines(R) |

1] Paint Display track lines(T)

2 Paint

3| Point Zoom(Z)

4 Point PEIAT T FIUT |

5 Point Point |  30000] ||9- ]
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4.3.7 Show Background Image Data

34

Coordinate System for Image Data (Xqg, Yq)

The coordinate system for image data Xg, Yg should be defined as follows.
¢ Positive Direction of Xg: Right Side in Horizontal
¢ Positive Direction of Yg: Upper Side in Vertical

Yg

Image Data

Xg

An image file (jpeg format) can be read in and shown as the background of the work area.

Relation between Coordinate System for Image Data (Xd, Yq) and Coordinate System

in Work Area (X, Y)

Shown below is how to read in image data and set directions of Xg and Yg in line with
directions of X and Y in the work area, and set (0, 0) of the image data coordinates at
(0, 0) of the work area coordinates.

Y Y 0 Xg Xg 0
——> ——
Yg Yg Yg ARZ
O xg x| x xg 9 |v LY
X X 0 Yg Yg 0
——> ——
Xg Xg Xg ng
o e—
Yo Y | Y Yg X , X
ME0373-4A
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(1]

Read
In order to read the background image data, follow the procedure below.

1) Execute [File (F)] — [Background image (B)] - [Read (R)] from the menu bar.

2) Click on button in “Background Image Import” window.

Background Image Import I&J

Image File Mame

Image Settines

Width 0000 mm Height 0000 mm
Hold fispect Ratia
Oiffset—3 0000 mm Offzet-Y 0000 mm
Tranzmizzion 0%
’ 6] 4 ] ’ Cancel ]

3) Select a file name of the image data that you would like to show as a background image,

and click on button.

[ Open Lﬁ

/= Recent Places |z |

4 Libraries
% Documents
r}'? Music
| Pictures

B videos

' Computer =

e
UU | « WinTest (C:) » SelGenerator - | 41| Search SelGenerator 2 |
Organize v Mew folder - 0 @

' Favorites - |i=| BackgroundImageSample.jpg
BE Desktop
4 Downloads

I
jFile name: BackgroundlmageSample.jpg - : Image file(* jpa) >
T

MEOQ373-4A
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4) Establish the display setups for the image, and click on button.

Background Image Import @
Image File Name
C¥5elGenerator¥BackeroundimageSample jpe Open
- S S S S . . S S . . S S S S S S S S
| Image Settings 1
i i
| Width 211667 mm Height 158.750  mm ]
i Hold fizpect Ratia :
1
| Offset=x 0.000 mm Oftzet-Y 0.000 mm 1
I Transmission n % |
I |
l[ 0] 4 ]l I Cancel J
| y———"
Width : Set the display width (X direction) of the image. (Unit: mm)
Height : Set the display height (Y direction) of the image. (Unit: mm)

Hold Aspect Ratio : Display height (width) should be automatically adjusted in
response to the aspect ratio of the image data when the width
(height) has been changed.

Offset-X : Set the offset position in X direction. (Unit: mm)

Offset-Y : Set the offset position in Y direction. (Unit: mm)
By having an offset, the relation between the coordinate
system in the work area and the position of a workpiece
should be adjusted to the actual positions.

Transmission : Set the transmittance of background image. (Unit: %)

[2] Clear

Execute [File (F)] - [Background image (B)] - [Clear (C)] in the menu bar, and the
background image being displayed can be cleared.
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4.3.8 Show Track Data

The feedback pulse at the actual operation gathered by “XSEL PC Software” is able to be
shown as the actual operation tracks.

By putting the drawing data (motion path) and the actual operation tracks together to show
in the same screen, it is possible to adjust the drawing data while checking dispersion.

[11 Read
In order to read the track data, follow the procedure below.

1) Execute [File (F)] — [Track data (T)] — [Read (R)] from the menu bar.
2) Click on button in “Track Data Import Settings” window.
rTrack Data Import Settings [-s;._hy

File Mame

SMOPUIAA 1O uoneue|dxg ‘v .

Data Column

H-axis

[
‘f-axiz [ v]
[

L0 port

Encoder Resolution

Weaxie 000100000000 mm/pulse
Yeaxis 000100000000 mm/pulse

Welocity Fluctuation

Basiz velocity 0 mmi=ec

MEOQ373-4A 37
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3) Select a file name of the tracks, and click on button.

[ Cpen Iﬁ-‘

e
] « WinTest (C:) » SelGenerator - Search SelGenerator
koot tns) WinTest (C) » SelG 4|5 SelG o
Organize * MNew folder =+ [ .‘@‘.
‘v Favorites 2 | TrackDataSample.csv

B Desktop
4 Downloads

1= Recent Places |E

- Libraries
= Documents -
@' Music
=] Pictures

B Videos

& Computer =

(]
=
(@)
e
=
Y—
o
[
9
=
@©
c
o
o
X
L
ﬂ:

lFiIegame: TrackDataSample.csv vl Servo monitor data(*.csv) -

[ Open 17 [ ] Cancel
]

4) Establish the settings for “Data Column”, “Encoder Resolution” and “Velocity
Fluctuation”, and click on button.

g |
Track Data Import Settings &J

File Mame

C¥SelGenerator¥ Track DataSample cav

A
Keaxis [ VelFBlfxis1] -]
Yoaxis | VelFBlAxis2) -
140 part ’ v]

Encader Resalution

Weawiz | 000100000000 mm/pulse
Yeawis 000100000000 mm/pulse

Welocity Fluctuation

Baziz velocity 01 mmszec

iy (el ]
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Setting of “Data Column”

X-axis
Y-axis

. Indicate the feedback pulse data train in X-axis.
. Indicate the feedback pulse data train in Y-axis.
I/O port :

Indicate the I/O monitor data train.

Indicate this item and only the tracks while the applicable I/O port (or
flag) is ON will be shown.

If “emmmmeme ” is indicated, tracks in all the sections should be displayed.

Setting of “Encoder Resolution”

X-axis

Y-axis

. Setup of the encoder resolution for X-axis can be established.

(Unit: mm/pulse)

. Setup of the encoder resolution for Y-axis can be established.

(Unit: mm/pulse

* Click on button, and the following window shows up.
Establish the settings for the indicated items only and the encoder
resolution can be figured out.
For the settings of each item, look in the setting values for each
applicable item in each axis parameter in “XSEL PC Software”.

P N
Encoder resolution calculation L&J
@ Rotary Encoder Linear Encoder
Encoder resolution 131072 pulsesrey

Rate of encoder dividing frequency 3

Measzure Revize 0 0.00TmmdTM
Screw lead 20000 0.007mm
Gear ratio numerator 1

Gear ratio denominator 1

Ok ] | Cancel

Setting of “Velocity Fluctuation”

MEOQ373-4A

Basis Velocity : If you desire to change the width of the track lines in response to

the operation speed, it is necessary to set up the standard speed

(such as the indicated speed when track data was gathered). (Unit:

mm/sec)

The operation tracks in the area that is faster than the standard
speed should be expressed in narrow lines while that which is
slower expressed in wide lines.

Set to “0” and the track lines will be expressed in constant width.

39
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(2]

3]

40

Clear

Execute [File (F)] - [Track data (T)] - [Clear (C)] in the menu bar, and the track data being
displayed can be cleared.

Switchover of Show/Hide

Execute [View (V)] - [Display track lines (T)] in the menu bar, and the track line can be
switched between show and hide.

File(F) Edit(E) | View(V) | Project(P) Draw(D) Tool(T)
29 E Display lines(w)

jm Display DXF lines(X)

0! Work Home | ':_"—| Display reference lines(R)
1| Pomt | ¥ Display track lines(T)

2 Point | | :

3 Pomt | | Zoom(Z)

L] Point P EdinLI] ;

& Pomt | Pomt | 30.000 |

L1

File(F)  Edit(E) | view(v) | Project(P) Draw(D) Tool(T)
f ’ !4 ! Display lines(W)
I~ Di i

Aetion !V | Display DXF lines(X)
0 Work Home | || ¥ | Display reference lines(R)
1] Point | | Display track lines(T)
2 Paoint
3 Point Zoom(Z)
4 Point
5 Point g
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4.4 Figure List Display

The figure list display is constructed as shown below.

(2) Tool Bar (1) Figure Information List
+ 4
Action Wertex Hipmm) i ) Zimm)

0 | Work, Home Paint oo n.0oa a0.000
1 Paint Paint 10,000 30000 0,000
2 Paint Paint 10,000 10,000 0000
3 Paint Paint 10,000 a0.000 0,000
4 Paoint Paint 30000 10,000 30,000
b Paint Paint 30000 30000 30,000

(1) Figure Information List
The information of the created figures should be shown in a list.

1)

1]
1
2
3
4
b

2)

Action

Wark Home

Foint
Foint
Foint
Foint
Foint

3)

Wertex

Paint
Paint
Paint
Paint
Paint
Paint

4) 3) 6)
wmm) o pmm) Zimm)
n.ono n.ono 0000

10.000 20000 a0.000
10.000 10.000 a0.000
10.000 50.000 20000
30.000 10.000 a0.000
30.000 20,000 a0.000

No.

Contents

1)

Numbers of figures should be shown.

2)

Types of operations (figure types) should be shown.

3)

Types of peak points should be shown.

4)

Values in Coordinate X of peak points should be shown.

(Unit: mm)

5)

Values in Coordinate Y of peak points should be shown.

(Unit: mm)

6)

Values in Coordinate Z of peak points should be shown.

(Unit: mm)

MEOQ373-4A
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Click on the figure information in the mouse, and the figure can be selected.

42

ALY (] (5] =]
fiction Wertex Hmm) Y{mm)} Z{mm) Y O 10 70 0 4
| _ 0 Work Home |_ _Point 0.000 0000 _ 30.000)|(%
1| Point Point 10.000 10.000 30000
-7 nint iy
3| Point Point 100000 50000
| Point Point 30000 10000 e ==
5 Point Paint 30000 30000 = - "
6| Point Point 30000] 50000 30000
L
+ 3 @I@ ey m
fiction Wertex ¥mm) Yimm) Y O 10 70 0 4
Point 0.000 0.000 ¥
1 000e 0000
nint Qiry
3| Point Point 100000 50000
| Point Point 30000 10000 e ==
5 Point Paint 30000 30000 = - "
6| Point Point 30000] 50000 30000
(2) Tool Bar
There are buttons allocated to swap the order of the created figures.
Button Functions
4 Moves the order of the selected figure one step
= forward.
IR Moves the order of the selected figure one step
] backward.
Action Wertex Wi mm) imm) Zimm)
0| Wark Home | Point 0.000 0.000
N Point Paint 10,000 10.000
t ______ 2| ___ Point Point 10.000 20000
3| Point Point 10.000 50000
4| Point Point 30.000 10,000
5| Point Point 30.000 20000
Action Vertex Himm) Y mim) Zimm}
0| Wark Home | Point 0.000 0.000 30.000
¢1 Point Faint 10,0017 F000 0000
[ 2 Pairt Faint 10.000 10,000
3| Point Point 10.000 50000 30.000
4| Point Point 30.000 10000 30.000
5| Point Point 30.000 20000 30.000
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5. Screw Tightening Point

The position where screw tightening work is to be conducted is called “screw tightening

point”.

5.1 Screw Tightening Condition Number Setting

“Screw tightening condition” to be used in screw tightening work should be selected at each
point in the created figure.
(For how to set up the screw tightening condition, refer to [10.7.5 Screw Tightening
Condition Setting] and [13. Screw Tightening Conditions Setting].)

Drawn figures

|1 |5
|3
04
= ) o6 . _ -
Screw tightening conditions
(Set by property)
Figure No. Condition No. > Condition No. 3
1 3 T Tune | Llnecrew
> Condition No. 2
2 3 00
3 ) Tvoe | Loose tigh ening
— Condition No. 1 0
4 2 { Type Full tightening
5 ! Start position -10.000
6 ! j End position 3.000
Feeder No. 1

MEOQ373-4A
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5.2 Coordinate Z Setting

Coordinate Z of the “screw tightening point” should be set as shown in the figure below.

/\/

Bit tip when Z axis positioning to base
coordinate reference point (0.000)

0.000
Bit fits to the screw groove
| Screw sits to the work | < Bit
\ AV s Screw tightening point z-position

[—

Work ——> ——
—

Screw — s \ Z
N’
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6. Screw Tightening Motion

6.1 Full Tightening

“Full tightening” should be performed in a flow as shown below.

XY
/1’ S\ ’ \ \( ;o ~ pTmmmEEEESSEEmEEE S \\\
DERE RN % :
N i i i
H 1 ! ! ! 1
! i N i i
! H i H i +
i i Cd ! Screw tightening
\ \ \ J 6) ® start position
@ ®3) o i
Via-point Via-point !
® (before feeding) (after feeding) 7) i
Current position o * Screw tightening
7 (Previous movement Feeder position ® ond position
end position) 8)to 11)

No. Operation

1) | Move to “Via-point (before feeding)”. (Note 1)

2) | Move to “Feeder position”.

3) | Pick up a screw.
(Refer to [6.6 Pickup Screw] for details.)

4) | Move to “Via-point (after feeding)”. (Note 2)

5) | Move to “Screw tightening start position”.

6) | Start the screwdriver rotation forward (Note 3),

7) | Have the Z-axis move downward until “Screw tightening end position”.

8) | Stop the screwdriver rotation forward.

9) Make a judgment for screw tightening error (Screw floating error and Screw slipping
error).

10) | Stand by for a specified period of time (Note 4),

11) | Stop gripping a screw.

MEOQ373-4A

Note 1 It is available to select from “go through / not to go through”.
Note 2 It is available to select from “go through / not to go through”.
Note 3 Itis available to select from “Low speed / High speed”.

Note 4 “After screw tightening wait time” is available for setting.

45
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6.2 Tighten, then Reverse

46

“Tighten, then reverse” should be performed in a flow as shown below.

XY
SRR AT R IR N N A B
1 1
i i i i i i v ~ Screw tightening
Vo P Pt 6|) start position
\ AR P P ! - Screwloosen
v \Al 7) + | 13)to 14) end position
Via-point ® 3) e 'Y
(before feeding) Via-point v | 112 . .
® (after feeding) e ' Screw tightening
Current position 8)to 11) end position
(Previous movement Feeder position
end position)
No. Operation
1) | Move to “Via-point (before feeding)”. (Note 1)
2) | Move to “Feeder position”.
3) | Pick up a screw.
(Refer to [6.6 Pickup Screw] for details.)
4) | Move to “Via-point (after feeding)”. (Note 2)
5) | Move to “Screw tightening start position”.
6) | Start the screwdriver rotation forward (Note 3),
7) | Have the Z-axis move downward until “Screw tightening end position”.
8) | Stop the screwdriver rotation forward.
9) Make a judgment for screw tightening error (Screw floating error and Screw slipping
error).
10) | Stand by for a specified period of time (Note 4),
11) | Start the screwdriver rotation reversed (Note 5),
12) | Have the Z-axis move upward until “Screw loosen end position”.
13) | Stop the screwdriver rotation reversed and stand by for a specified period of time (Note 6),
14) | Stop gripping a screw.

Note 1 Itis available to select from “go through / not to go through”.
Note 2 It is available to select from “go through / not to go through”.
Note 3 It is available to select from “Low speed / High speed”.

Note 4 “After screw tightening wait time” is available for setting.
Note 5 Itis available to select from “Low speed / High speed”.

Note 6 “After screw loosen wait time” is available for setting.

MEOQ373-4A
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6.3 Loose Tightening

“Loose tightening” should be performed in a flow as shown below.

XY
(z’ S / N \( / Y \\
(2 I B T B B 5
N i i
i Pl i
b o :
i Pl i Y S
i i i 6) ¢ Screw tightening
\ Al \ A v ) ® start position
. . ® 3) . @
Via-point Via-point
® (before feeding) (after feeding) 7)
Current position . ¥ | Screw tightening
7 (Previous movement Feeder position end position
end position) 8)to 11)
No. Operation

1) | Move to “Via-point (before feeding)”. (Note 1)

2) | Move to “Feeder position”.

3) | Pick up a screw.
(Refer to [6.6 Pickup Screw] for details.)

4) | Move to “Via-point (after feeding)”. (Note 2)

5) | Move to “Screw tightening start position”.

6) | Start the screwdriver rotation forward (Note 3),

7) | Have the Z-axis move downward until “Screw tightening end position”.

8) | Stop the screwdriver rotation forward.

9) | Make a judgment for screw tightening error (Screw floating error). (Note 4)

10) | Stand by for a specified period of time (Note 5),

11) | Stop gripping a screw.

Note 1 It is available to select from “go through / not to go through”.
Note 2 It is available to select from “go through / not to go through”.

Note 3 It is available to select from “Low speed / High speed”.
Note 4 Detection of “Screw slipping error” will not be conducted.
Note 5 “After screw tightening wait time” is available for setting.

MEOQ373-4A
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6.4 Full Tightening (No Pickup)

48

“Full tightening (No pickup)” should be performed in a flow as shown below.

XY

@
! R !
' :
! :
! 1
i \/
i 2)to 5) @ Screw tightening start position
! 1
i 6)
i \J
! @ Screw tightening end position
L4 7) to 10)
Current position
No. Operation
1) Move to “Screw tightening start position”.
2) Start gripping a screw.
3)(Note1) Start the screwdriver rotation reversed N°t¢2) and stand by for a specified
period of time (Note 3),
4)(Note) Stop the screwdriver rotation reversed and stand by for a specified period of
) time (Note 4).
5) Start the screwdriver rotation forward (Note 5),
6) Have the Z-axis move downward until “Screw tightening end position”.
7) Stop the screwdriver rotation forward.
8) Make a judgment for screw tightening error (Screw floating error and Screw
slipping error).
9) Stand by for a specified period of time (Note 5),
10) Stop gripping a screw.
Note 1 It will not be performed when bit fitting operation is not to be
conducted.
Note 2 Itis available to select from “Low speed / High speed”.
Note 3 “Bit fitting wait time” is available for setting.
Note 4 “After bit fitting wait time” is available for setting.
Note 5 “After screw tightening wait time” is available for setting.
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6.5 Unscrew

“Unscrew” should be performed in a flow as shown below.

[ ]
4 Current position

end position)

b 11) i =" 12) 1 =" 14) }
1 1
|- ! ''''''''''' Screw loosen end position | | 1 | i |
T 14 1 1 1
AR N
V)4 R
2)to 5) @—4—- Screw loosen start position ! !  / i :
1 1 1
ol | o ] 13 y
\ AR . 3 ® Discard screw ®
@ DerIng end pOSltlon Via-point pOSition Via_point
7)to 8) (before feeding) (after feeding)

(Previous movement

No. Operation
1) Move to “Screw loosen start position”.
2) Start gripping a screw.
3)Noer) | Start the screwdriver rotation reversed (Note 2) and stand by for a specified period
) of time (Note 3),
4)(Note) Stop the screwdriver rotation reversed and stand by for a specified period of
) time (Note 4)_
5)Note5) | Start the screwdriver rotation forward (Note 6),
6)Noted) | Have the Z-axis move downward until “Driving end position”.
7)Notes) Stop the screwdriver rotation forward and stand by for a specified period of time
(Note 7)_
8) Start the screwdriver rotation reversed (Note 8),
9) Have the Z-axis move upward until “Screw loosen end position”.
10 Stop the screwdriver rotation reversed and stand by for a specified period of
) time (Note 9)_
11) Move to “Via-point (before feeding)”. (Note10)
12) Move to “Discard screw position”.
13) Discard a screw.
Refer to [6.7 Discard Screw] for details.
14) Move to “Via-point (after feeding)”. (Note1”)

Note 1 It will not be performed when bit fitting operation is not to be

conducted.

Note 2 It is available to select from “Low speed / High speed”.

Note 3  “Bit fitting wait time” is available for setting.

Note 4 “After bit fitting wait time” is available for setting.

Note 5 It will not be performed when further biting operation is not to be

conducted.

Note 6 It is available to select from “Low speed / High speed”.
Note 7  “After driving wait time” is available for setting.
Note 8 It is available to select from “Low speed / High speed”.

MEOQ373-4A
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Note 9 “After screw loosen wait time” is available for setting.
Note 10 It is available to select from “go through / not to go through”.
Note 11 It is available to select from “go through / not to go through”.
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6.6 Pickup Screw

“Pickup Screw” should be performed in a flow as shown below.

XY
P —
—— N 0
| 2) i 1 1
1 1 1 1
1 1 1 1
1 1 1 1
1 1 1 1
1 1 1 1
1 1 1 1
| o \J
1 1 :
i \ Feeder position
. ° ) P Via-point
e 1) Via-point (after feeding)
Z Current position (before feeding)
(Previous movement
end position)
No. Operation
1) | Confirm if there is a screw existed or not by the input status Note 1) of “Screw existence
signal”.
If there is no screw detected, “Screw absence detection signal” will be output Not¢2), and
wait for input of “Pickup screw restart command signal”. (Note 3)
Once “Pickup screw restart command signal” gets input, a check will be conducted
again to see if there is a screw existed.
Previous Check screw Pickup
movement existence screw
(refill)
Screw existence signal
(Input)
Pickup screw restart command signal
(Input)
Screw absence detection signal
(Output)
2) | Move to “Via-point (before feeding)”. Note 4)
3) | Move to “Feeder position”.
4) | Start gripping a screw.
5) Start the screwdriver rotation forward MNote ) and stand by for a specified period of time
(Note 6).
6 Stop the screwdriver rotation forward Not¢ 7) and stand by (Nt 9) for a specified period of
) time (Note 8).
7) | Move to “Via-point (after feeding)”. (Note 10)

MEOQ373-4A

Note 1 Signal level (ON when screw existed / OFF when no screw existed) can be
selected.

Note 2 It is available to select from “output / not to output”.

Note 3 It is available to select from “wait for input / not to wait”.

Note 4 It is available to select from “go through / not to go through”.

51
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Note 5
Note 6
Note 7
Note 8
Note 9

It is available to select from “Low speed / High speed”.
“Pickup wait time” is available for setting.

It is available to select from “stop / not to stop”.

“After rotation stop wait time” is available for setting.

Standby will not happen unless the screwdriver stops rotation.

Note 10 It is available to select from “go through / not to go through”.
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6.7 Discard Screw

“Discard Screw” should be performed in a flow as shown below.

XY
(Y
ST Y ! 2) ! Il 4) \I
AR P N I e >
i i i i i E I (Next movement)
: bl o b
1 1 ! \/ ' 1 H
1 1 ! 1
: v | 3) v
i \/ : ”
! ® Discard screw position Vi int
e Via-point (afterlgif(f:?din )
Current position (before discarding) 9
Z | (Screw loosen end position)

No. Operation

1) | Move to “Via-point (before discarding)”. (Note!)

uono| buiuayybi] malog ‘9 .

2) | Move to “Discard screw position”.

3) | Stop gripping a screw and stand by for a specified period of time (Note 2),

4) | Move to “Via-point (after discarding)”. (Note3)

Note 1 Itis available to select from “go through / not to go through”.
Note 2 “After discarding wait time” is available for setting.
Note 3 It is available to select from “go through / not to go through”.
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7. Screw Tightening Error

When having a screw tightening motion, there are two types of errors detectable, “Screw
floating error” and “Screw slipping error”.

Screw Tightening Type Screw floating error detection | Screw slipping error detection
Full tightening o o
Tighten, then reverse o o
Loose tightening o x
Full tightening (No pickup) o o
Unscrew x x

7.1 Screw Floating Error Detection (Full Tightening / Tighten, then
Reverse / Full Tightening (No Pickup))
“Screw floating error” will occur when the torque of the screwdriver has increased above the

screw sitting predetermined position N ) for the amount of “Screw floating permissible
amount” (Note2),

Note 1 The screw tightening point created in the drawing should be the screw sitting
predetermined position.

Note 2 Setting of “Screw floating permissible amount” can be established in the screw
tightening conditions.
(Refer to [13.2 Screw Tightening Error Detection Setting] for how to set it up.)

= Screw tightening start position

Screw floating
error range

Screw floating
permissible amount

- Screw sitting predetermined position
(Drawn screw tightening position)

Screw floating 7
error range == =Torque-up Z coordinate

Screw floating
permissible amount

Screw sitting predetermined position
(Drawn screw tightening position)

<Important>
There is a concern that a gap could be generated between the Z-axis driving
amount and the actual amount of screw tightening due to causes stated
blow, which would disturb accurate detection of the screw floating error.

o Gap between the Z-axis speed and screw feeding speed
¢ Warpage of workpiece

Refer to it just as a quick method to detect an error.
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7.2 Screw Floating Error Detection (Loose Tightening)

“Screw floating error” will occur when the torque of the screwdriver has increased before it
reaches the screw tightening end position.

Reached to the screw

tightening end position
% / without torque-up

Torque-up occurred before
reach to the screw tightening
end position

Screw tightening
start position

Screw tightening
end position

7.3 Retry when Screw Floating Error Occurred

Retry can be performed when “Screw floating error” has occurred for a number of times
specified in the screw tightening conditions. (Refer to [13.2 Screw Tightening Error
Detection Setting] for how to set it up.)

In a retry, the screwdriver looses a screw till it gets to “Screw tightening start position” once,
and then tries to tighten the screw again.

First time Retry
% ~ e - 3
Screw floating Reverse to the Execute screw
error occurred screw tightening tightening again
start position
= == =
:{> Wi :{> Screw tightening
e it T et B r--2=--- start position
—— \\_:,l Torque-up ; Screw floating
2 - ";Z_-}'" 2 error range
/ / / ------
— Torque-up
— - - —
=
/
——
——
——
Sy
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7.4 Screw Slipping Error Detection

“Screw slipping error” will occur when the torque of the screwdriver would not increase even
after the screwdriver reaches the screw tightening end position.

e @ R

=

% Torque-up occurred before
reach to the screw tightening
end position

CLAL

Jou3 Bulusyybi] maiog /2 .

% Torque-up did not occur although

—
z l\ the screwdriver reached to the
z r_( screw tightening end position
</ —] -

— (I

/

6 2 \lj Sllp

/
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7.5 Actions after Screw Tightening Error Occurred

Settings to determine what actions to take when a screw tightening error has occurred can
be established for each screw tightening condition.
(Refer to [13.2 Screw Tightening Error Detection Setting] for how to set it up.)

Screw tightening error occurred
("Floating error" "Slipping error")

Action on error detection Wait on the spot

Move to the
Retraction position

Discard screw

End / Resume
Trigger signal

>

End / Resume Program end

Resume same point

Resume next point

7.5.1 Action on Error Detection

Select an action to take when an error has been detected from those below.

1) Wait on the spot

The screwdriver stands by at the point where an error has occurred.

2) Move to the Retraction position

The screwdriver moves to the specified retraction position and stands by.
The movement to the retraction position should be performed in the order shown in the

figure below.

Retraction position
coordinates

XY

Retraction position

coordinates

Retraction
position

Error detection
position

58
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Also, it is available to avoid interference on the way to the retraction position by setting
“Evacuation z-position”.

Retraction position
coordinates XY
Evacuation z-position
Retraction position obstacle
coordinates
Retraction
position
z Error detection
position

3) Discard screw
The screwdriver loosens a screw, move to a specified “Discard screw position” and
throws it away. After that, the screwdriver stands by at the discard screw position.

(b

Discard screw Via-point Error detection
position (before discarding) position

XY

Jou3 Bulusyybi] maiog /2 .

<Important>
Make sure that a screw has been removed by having a certain inspection such
as a visual check.
In case a screw has not been taken away, take it off with hand.
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7.5.2 End/Resume

1)

2)

60

It is available to make a selection whether to have the program finished or resumed after an

error detection.

Program end

The screwdriver moves back to the working home position and the program finishes.

Resume same point

Operation resumes from the screw tightening point that an error was detected.

If an action was made to “Move to the retraction position” or to “Discard screw” at an error
detection, the screwdriver goes to “Screw tightening start position of the previous screw
tightening position” and resumes the operation.

If an action was made to move to the retraction position, the screwdriver goes to “Screw
tightening start position of the previous screw tightening position” in the back order of the
movement to the retraction position.
The movement velocity / acceleration / deceleration in this action should be the same as
those in movement to retraction position.

XY

Retraction
position }

Screw tightening start
position of the previous
screw tightening position

Evacuation
z-position

XY

.

Retraction
position
Screw tightening start
position of the previous
screw tightening position
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If an action was made to discard a screw, the screwdriver goes to “Screw tightening start
position of the previous screw tightening position” through “Via-point (after discarding)”.
The way to make an action to “Via-point (after discarding)” and “Screw tightening start
position of the previous screw tightening position” applies the movement setting
established at each point.

RN

Discard screw Via-point Screw tightening start
position (after discarding) position of the previous
screw tightening position

XY

<Important>

1. If “Action on error detection” is to “Wait on the spot”, do not attempt to
select “Resume same point”.

2. If “Action on error detection” is to “Move to the Retraction position”, take a
screw off the screwdriver with hand before resuming.

3. If “Action on error detection” is to “Discard screw”, check visually that a
screw has been taken off the screwdriver before resuming.
Take the screw off with hand before resuming if it is remained on the
screwdriver.

N
Jou3 Bulusyybi] maiog /2 .
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3)

62

Resume next point

Operation should be resumed from the screw tightening point next to the one that an error
was detected.

If an action was made to “Move to the retraction position” or to “Discard screw” at an error
detection, the screwdriver goes to “Screw tightening start position of the error detected
screw tightening position” and resumes the operation.

If an action was made to move to the retraction position, the screwdriver goes to “Screw
tightening start position of the error detected screw tightening position” in the back order
of the movement to the retraction position.

The movement velocity / acceleration / deceleration in this action should be the same as
those in movement to retraction position.

XY

Retraction 1
position

Screw tightening start position
of the error detected screw

z tightening position
XY
Evacuation
z-position I
Retraction
position
Screw tightening start position
of the error detected screw
Z tightening position

If an action was made to discard a screw, the screwdriver goes to “Screw tightening start
position of the error detected screw tightening position” through “Via-point (after
discarding)”.

The way to make an action to “Via-point (after discarding)” and “Screw tightening start
position of the error detected screw tightening position” applies the movement setting
established at each point.

XY
Discard screw Via-point Screw tightening start
position (after discarding) position of the error
detected screw
Z tightening position
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8. Work Flow Chart

A SEL program should be generated in a flow as shown below.

Create an

ew project

A

y

Set the project properties

A

y

Draw figures

A

y

Modify

figures

A

y

Generate S

EL program

A

y

Write data to a controller

Save the project

MEOQ373-4A

“9.1 Create a New Project

“10. Set Properties”

“14. Draw Figures”

“15. Modify Figures”

“16. Generate SEL Program”

“17.1 Write Data to a Robot Controller”

“17.2 Test”

“9.2 Save the Project”
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9. Creating and Saving a Project

9.1 Create a New Project
Create a project following the process below.

1) Execute [File (F)] - [New Project (N)] in the menu bar and open [New Project Drawing

Window].
MNew Project &J{

Fiobot

Controller Tvpe ['I_I'F'. - ]
Mumber of axes [3 v]
¥ stroke 200 -
¥ stroke 150 -
Z stroke [ 100 - |

[ oK l l Gancel ]

2) Establish the settings for the robot to be used.

109l01d e Buineg pue Buieal) ‘g .

Item Contents
Controller Type The type of the robot controller should be selected.
Number of axes The number of axes on a robot should be selected.
X stroke X-axis stroke should be selected.
Y stroke Y-axis stroke should be selected.
Z stroke Z-axis stroke should be selected.
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9.2 Save the Project

There are two ways as shown to save a project.

e Save As
e Save

9.2.1 SaveAs
A file should be saved as a new name.
1) Execute [File (F)] - [Save As (A)] from the menu bar.

2) Indicate a file name to save and click on button.

4. Downloads E
=l Recent Places ‘
= Libraries
%] Documents
rJ'f Music
le=| Pictures
B2 Videos x

- -
e i
(IS | « WinTest (C:) » SelGenerator T | + | Search SelGenerator o |
/Nt
Organize = Mew folder HE - '@:'
[ Favorites T Mo items match your search,
BE Desktop ‘

L
Save as type: | Project file{*.sgprt)

< Hide Folders :[ Save ]:l Caneel

9.2.2 Save

Execute [File (F)] - [Save (S)] in the menu bar and the project file under editing should be

overwritten.

66
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9.3 Open a Project

To open an existing project in a file, follow the process described below.
1) Execute [File (F)] - [Open Project (O)] from the menu bar.

2) Select a file in a project that you would like to open, and click on button.

r ~
% Open ==
—~———

15 <« WinTest (C:) » SelGenerator - | + Search SelGenerator p'
gl ’
Organize v New folder - 0 @
- - ;
¥ Favorites - L_lsampleProject.sgprjt
Bl Desktop
4 Downloads
il Recent Places = |
4 Libraries ‘
;,:' Documents
rJ'? Music
| Pictures
E Videos
18 Computer i
|Fi|e name:  SampleProject.sgprjt - : [Project file(*.sgprjt) 7‘
--------—--------I--O----' - :
Hpen had ancel
2 b ‘

109[01d e Buineg pue Buneal) ' .

MEOQ373-4A 67



1Al

. 109l014 e Buineg pue Buneal) ‘6

MEOQ373-4A

68



I1A1

10. Set Properties

Open “Property Setting Window” and settings can be conducted on the following items.

o Coordinate System Setting
o Software Limit Setting
e Home Back Setting
¢ Cycle Setting
¢ Movement between Figures Setting
¢ Screw Tightening Setting
¢ Interpolate Move Velocity Setting
e OQutput Setting
e Simulation
[property E5)
Coordlnatesystem| Software limit I Home back I Cucle | Movement between figures | Screw tightening I Interpolate maove velocity | Output|
K axis
@ TYPE1 O TYPEZ O TYPES () TYPE4
¥ L ‘J ¥ * X
X X Y I ]' Y
©TYPES ) TYPEE @ TYPE? () TYPES
X 4[ I X ¥ v
¥ T K [ ]' *
Z axiz

@ Upper —» Lower

) Lower —» Upper

10.1 How to Show Property Setting Window

Execute [Project (P)] - [Property (P)] from the menu bar of the main window.

MEOQ373-4A
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10.2 Coordinate System Setting

Setting of the orientation of the coordinates in the working area can be selected.
It will not change the direction of the actual robot operation.

(Note)
MO axis
I TYPE 1 1 TYPE 2
¥ I I ¥
X X
1) I I TYPE B I TYPE G
X I I X
Y i)
£ axiz

@ Upper —> Lower
2) — -
! Lower =2 Upper

1) X/Y axis

) TYPE 2

X

) TYPE 4

X

2!

>

@ TYPE 7

Y

.

11

>

Select an orientation of the coordinates from these below for the working area (main

window drawing area).

@ TYPE 1 & TYPE 2 & TYPE 3 @ TYWPE 4
Y Y
Y Y
@ TYPE 5 & TVPE B @ TYPE 7 @& TWPE B
Y
X X
X

70
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2) Zaxis

Select the direction of the Z-axis upward end in the motion path simple display (Generate
SEL Program Window).

e Upper -> Lower
It shows the negative side of the soft limit as the upward end.

o Lower -> Upper
It shows the positive side of the soft limit as the upward end.

N
seladold 18S "0l .
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10.3 Software Limit Setting

72

Setting of the display range of the working area can be conducted.

(Note) It will not change the range of actual the robot operation.
Also, as the initial setting can be established in response to the stroke set when the
project was created, it is not necessary to have this setting changed in normal use.

Minuz zide  Plus side
H-axis n.ann 500.000
-axiz n.ann 350,000
F-axiz n.ann 150.000
R-axiz
Item Contents
X-axis Minus side | Soft limit value in negative side on X-axis should be set. (Unit: mm)
-axi
Plus side Soft limit value in positive side on X-axis should be set. (Unit: mm)
Veaxis Minus side | Soft limit value in negative side on Y-axis should be set. (Unit: mm)
Plus side Soft limit value in positive side on Y-axis should be set. (Unit: mm)
7. axis Minus side | Soft limit value in negative side on Z-axis should be set. (Unit: mm)
Plus side Soft limit value in positive side on Z-axis should be set. (Unit: mm)
. Minus side . . .
R-axis - (No need of setting for screw tightening type)
Plus side
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10.4 Home Back Setting

Set the order to perform home back operation.

1=t * Y
2nd i Y
ard bt Y

Home-return operation should be conducted in the following procedures.

Axes whoes “1st” checkbox is checked

'

Axes whoes “2nd” checkbox is checked

'

Axes whoes “3rd” checkbox is checked

Remove all the check marks from “1st” to “3rd” in case it is not necessary to have the
home-return operation performed.

seladold 18S "0l .
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10.5 Cycle Setting

Setting of the way to have a cycle operation should be established.

Count
1 Mot specify
1) —» @ Specify

Cyvcle count 3

Trigger
1 Mot specify

2)_.“ @ Specify

Port/Flag 1 | OM{Edee) -

1) Count
ltem Contents
Not specify A cycle should be repeated infinitely.
Specify A cycle should be executed for the indicated number of times
and the program finishes.
Cycle count Set the number of cycles to be executed.
2) Trigger
Item Contents
Not specify A cycle starts as soon as moved to the working home
position.
Specify Waits for the start trigger signal getting input before starting a
cycle after moved to the home position.
Port/Flag Setting of a port / flag number and the signal level used as

the start trigger signal should be established.
Signal level can be selected from the followings.
e OFF (Level)
e ON (Level)
o OFF (Edge)
¢ ON (Edge)

74
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10.6 Movement between Figures Setting

The setting of how to move between figures (from the end point of the previous figure to the
start point of the next figure) should be established.

IhterpolateMaove @ Abzolute coordinates)Arch) Relative coordinatest &rch)

0 B

2 | 2,
| a - (3
7 H]I KN ol -

] Y ]

rl

-‘--"'h

Start trigger z-position 0000 mm  -—— (1)
Top z-position 10000 mm  -——— (5
End trigesr z-position | 20000 mm  ——- (3
Welocity 100 mmd=zec
ficceleration nan G
Deceleration nan G .
Item Contents '(C/;
Operation Method Select from those below for how to move. %
e Interpolate Move é
Movement should be made with a linear interpolation motion. e
@
n

¢ Absolute coordinates (Arch)
Movement should be made with an arch motion.
The start point trigger Z-coordinate, peak point Z-coordinate and
end point trigger Z-coordinate should be indicated in the absolute
coordinate values.

¢ Relative coordinates (Arch)
Movement should be made with an arch motion.
The start point trigger Z-coordinate, peak point Z-coordinate and
end point trigger Z-coordinate should be indicated in the relative
coordinate values to the start point and the end point.
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Item Contents
Start trigger Set the start point trigger Z-coordinate for an arch motion.
z-position
>
Peak point
®
Setting value {---@ Start trigger
Start point End point
zV
-
Start point End point
Setting value {---@ Start trigger
. .
zVy Peak point

For the relative-coordinate indicated arch motion, the result of this
setting added to the start point coordinate value should be the start
position trigger Z-coordinate.
(Note) The relation of the start point and start point trigger
positions will be determined by the sign (positive /
negative) of the value set in this.

-
Peak point
L
-------- +---@ Start trigger
Setting valuet
........ 1---@ Start point End point
zyV
-
-------- +-- Start point End point
Setting valuei
-------- +---@ Start trigger
. .
zy Peak point

76
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ltem

Contents

Top z-position

Set the peak point Z-coordinate for an arch motion.

zV

-
Peak point
Setting value @
Start trigger End trigger
Start point End point
zV
>
Start point End point
Start trigger End trigger
Setting value O
Peak point

For the relative-coordinate indicated arch motion, the result of this
setting added to the start point or end point Z-coordinate value should
be the peak position Z-coordinate.

positions for the start point and the start point trigger.

¢ When Start Point Trigger Z-Coordinate < Start Point
Z-coordinate;
Addition should be conducted to the smaller of Start Point
Z-Coordinate and End Point Z-Coordinate

-
Peak point
@
Setting value Start trigger End trigger
Start point l
zV End point
>
Peak point
L
Setting value (Start trigger End trigger
End point
@ Start point
zV

The coordinate subject to addition will be determined by the relation of

MEOQ373-4A
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ltem

Contents

Top z-position

e When Start Point Trigger Z-Coordinate > Start Point
Z-coordinate;

Addition should be conducted to the larger of Start Point
Z-Coordinate and End Point Z-Coordinate

L
End point
Start point T
Setting value Start trigger End trigger
@
zV Peak point
-
? Start point
End point
Setting value Start trigger End trigger
@
zV Peak point

78

End trigger Set the end point trigger Z-coordinate for an arch motion.
z-position
>
Setting value ‘ End trigger
zy Start point End point
>
T Start point End point
Setting value End trigger
zyV
MEO373-4A
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ltem

Contents

End trigger
z-position

For the relative-coordinate indicated arch motion, the result of this
setting added to the end point coordinate value should be the end
position trigger Z-coordinate.
(Note) The relation of the end point and end point trigger
positions will be determined by the sign (positive /
negative) of the value set in this.

End trigger

Setting value¢ ‘ Start point
zyV

End point

L

@ Start point
End point

Setting value¢
End trigger

zvV

Velocity

Set the speed. (Unit: mm/sec)

Acceleration

Set the acceleration. (Unit: G)

Deceleration

Set the deceleration. (Unit: G)

MEOQ373-4A
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Caution:

Make sure that the following conditions are satisfied for the relation of the positions for
“Start point”, “Start trigger” and “Peak point” and for the relation of the positions for “End
point”, “End trigger” and “Peak point”.

¢ For arch motion to coordinate negative direction;
Start point Z-Coordinate < Start trigger Z-Coordinate < Peak point Z-Coordinate
End point Z-Coordinate < End trigger Z-Coordinate < Peak point Z-Coordinate

¢ For arch motion to coordinate positive direction;
Start point Z-Coordinate > Start trigger Z-Coordinate = Peak point Z-Coordinate
End point Z-Coordinate > End trigger Z-Coordinate = Peak point Z-Coordinate

In case these conditions are not satisfied, an error could occur at execution or an unexpected
operation could occur.

- -
Peak point Peak point
P @ P @
_ @ End trigger @ Start trigger | .
@ Start point . End point . Start point @ End point
7 @ Start trigger 7 @ End trigger
- -
Peak point Peak point
o @ o @
Q End trigger . Start trigger
‘i Start point | | ‘ End point
Start trigger | ; : End trigger
@ End point @ Start point
Z Z
- -
@ Start trigger @ End trigger
Peak point Peak point
o o
@ End trigger @ Start trigger }
@ Start point | | |
4 | @ End point zy @ Start point @ End point
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> >
@ Start trigger _ @ End trigger
@ Start point ’ End p?mt @ Start point @ End point
l ‘ End trigger . Start trigger n
Ml . __________ e M ..‘ __________ e
z Peak point Z Peak point
—> >
Start voint @ End point @ Start point -
art poin | ; nd poin
., Start trigger i _ i . End trigger
{ Q End trigger o Start trigger ]
\\_ __________ . ___________ /’ \\_ __________ -.___-_ _______ _l'
7 Peak point 7z Peak point
> - >
@ Startpoint @ End point @ Startpoint g £ng point
i,‘ ’ End trigger @ Start trigger J .
M -.. __________ 4 Ay ._ _______ g N
Peak point Peak point o
zy @ Start trigger zy @ End trigger &
5
o
©
@
=
(93
(2]
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10.7 Screw Tightening Setting

Establish the settings related to screw tightening operation.

Driver Setting

Z Motion Setting

Feeder Point Setting
Discard Screw Point Setting
Condition Setting

Error Setting

Property &J

| Goordinate system | Software limit | Home back | Gycle | Movement between fieures [ Screw tiehtening || Interpolate move velozity | Output |

Driver |Z tation I Feeder point I Dizcard sorew point | Condition I Error |

Start signal Torgue-up signal
@ Thdividual start zignal Input part number 16
Forward =tart signal output port number 37
Fewverze start signal output port number 318 o Resc by ol sl en pullss
Output port number 320
2 OO S A oLl Pulse width 010 sec

aon

300) [ON lovel active () Reszet by the start zignal OFF

300] |ON level active Suction command sienal

020 Output part number 325 |OM level active -

Rotation speed switching =ignal

Use
Output port number 318 |OFF: High speed, OM: Low speed =
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10.7.1 Driver Setting

Setting should be established for the input and output signals between a robot controller
and a screwdriver.

Start zignal Torgue-up zignal
@ Individual start signal Tnput port rumber 16
Forward start signal output port number 37
Reverse start signal output part number 38 <! ety & et el an e < 3)
Output part number 320
1 )—b Common start zignal - Pulse width D10 sec

300] [ON level active Rezet by the start signal OFF

300 |ON level active Suction command signal

0.20 Output part number 325 |ON level active - ¢ 4)

Rotation speed switchine signal

2)_» V| Use

Output port number 319 |OFF: High speed, OM: Low speed =

1) Start signal

seladold 18S "0l .

Signal Name Functions
Individual start Select this if it is required to have the forward and reversed rotations
signal conducted with individual start signals.

Forward starting signal
(Output)

Reverse starting signal
(Output)

\
Forward \ \A

Screwdriver  Stop

Reverse
Forward start Set the output port number for “Forward starting signal”.
signal output port It is necessary to establish the setting when “Individual start signal” is
number selected.
Reverse start Set the output port number for “Reverse starting signal”.
signal output port It is necessary to establish the setting when “Individual start signal” is
number selected.
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Signal Name Functions
Common start Select this if it is required to have the forward and reversed rotations
signal conducted with start signal in common.

Setup time
Forward selection signal
(Output)
Reverse selection signal
(Output)
Start signal
(Output)

)
Forward k‘ k‘ /

Screwdriver  Stop \

Reverse

Start signal output
port number

Set the output port number for “Start signal” in common for forward and

reversed.
It is necessary to establish the setting when “Common start signal” is

selected.

Forward signal
output port number

Set the output port number for “Forward selection signal’”.
Also, select a signal level from those below.
¢ OFF level active
¢ ON level active
It is necessary to establish the setting when “Common start signal” is

selected.

Reverse signal
output port number

Set the output port number for “Reverse selection signal”.
Also, select a signal level from those below.
e OFF level active
¢ ON level active
It is necessary to establish the setting when “Common start signal” is

selected.

Direction signal
setup time

Set the period of time to turn ON “Start signal” after “Forward selection
signal” or “Reverse selection signal” gets turned ON/OFF. (Unit: sec)
It is necessary to establish the setting when “Common start signal” is
selected.

84
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2) Rotation speed switching signal

Signal Name

Functions

Use

Set whether to use “Rotation speed switching signal”.

Rotation speed switching signal
(Output) [ |\ l: L
Y o SL

Screwdriver  High (Low)
rotation speed | oy (High)

Output port number

Set the output port number for “Rotation speed switching signal”.
Also, select a signal level from those below.

o OFF: Low speed, ON: High speed

e OFF: High speed, ON: Low speed

3) Torque-up signal

Signal Name

Functions

Input port number

Set the input port number for “Torque up signal”.

Reset by a reset
signal on pulse

Select this if it is required to reset “Torque up signal” by outputting

ON-pulse of “Reset signal”.
Pulse width

—P

Reset signal
(Output)

Start signal
(Output)

Torque up signal
(Input) Pad

Rotation J
Screwdriver
Stop *

Torque up

Output port number

Set the output port number for “Reset signal”.

Pulse width

Set the pulse band width (ON-time) for “Reset signal’”.

(Unit: sec)

MEOQ373-4A
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Signal Name Functions
Reset by the start Select this if it is required to reset Torque up signal by turning OFF “Start
signal OFF signal’”.

Start signal
(Output) ___|
Torque up signal
(Input) 2
Rotation K‘
Screwdriver St
op —
*
Torque up
4) Suction command signal
Functions

Signal Name

Output port number

”

Set the output port number for “Suction command signal”.
Also, select a signal level from those below.

¢ OFF level active
Suction command signal
(Output)
Suction
Vacuum pump
Stop
¢ ON level active

Suction command signal
(Output)
Suction
Vacuum pump
Stop
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10.7.2 Z Motion Setting

Set the way to move robot Z-axis when tightening / loosening a screw.

Farward (High speed) Reverze (High speed)
Method Pozitioning - Method Pozitioning =
a0 20
1) — Welocity 7 mmfsec Welocity 7 mmfsec -+ 3)
Aceleration na0 G Acceleration nan G
Deceleration 030 G Deceleration pan G
Farward (Low speed) Reverse (Low speed)
Method Pozitioning - Method Pozitioning =
a0 20
2) N Welocity 5 mmizec Welocity 11 mmisec ¢ 4)
Aceleration na0 G Acceleration npiw G
Deceleration 030 G Deceleration pin G

1) Forward (High speed)
Set the way to move the Z-axis when screwing the screwdriver forward (screw tightening
and twisting in when loosening) in high speed.

Item Contents
Method Select a way to move from the those below.
¢ Positioning
® Pressing
Current limit Set the pressing current limit value. (Unit: %)

It is necessary to establish this setting when the way to move
is set to “Pressing”.

Velocity Set the velocity. (Unit: mm/sec)
Acceleration Set the acceleration. (Unit: G)
Deceleration Set the deceleration. (Unit: G)

2) Forward (Low speed)
Set the way to move the Z-axis when screwing the screwdriver forward (screw tightening

and twisting in when loosening) in low speed.
The details of settings are the same as those in “1) Forward (High speed)”.

3) Reverse (High speed)
Set the way to move the Z-axis when screwing the screwdriver reversed (unscrewing) in

high speed.
The details of settings are the same as those in “1) Forward (High speed)”.
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Reverse (Low speed)

Set the way to move the Z-axis when screwing the screwdriver reversed (unscrewing) in
low speed.

The details of settings are the same as those in “1) Forward (High speed)”.

Caution: Pay attention to the followings when determining the setting values for
each item.
Also, make sure to check the operation on the actual device after the
setting is conducted.

1) About Pressing Current Limit Value
Make sure that you will have an operation check on the actual device
before determining the setting.
It setting is too low, screw tightening may finish before it gets to the
expected point (screw floats) due to the pressing detection.

2) About Velocity, Acceleration and Deceleration
Determine the setting value considering the rotation speed of the
screwdriver and the pitch of the screw thread to be used. A screw
tightening error (screw floating (screw not seated properly) or screw
slipping (loose hole)) or come-out (bit comes out of the screw slot) may
occur if the setting is appropriate.
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10.7.3 Feeder Point Setting

Have the feeder point setting (position to pick up a screw and way to move) established.
Four types of feeder point can be set at the maximum.

1) 2)

y y

. Mame
L
2
]
4
[ Edit ] [ Copy ] [ Clear ]
3) 4) 9)
No. Contents

1) | Feeder point number should be displayed.
2) | Feeder point name should be displayed.
3) | Feeder point information in the line where the cursor is placed on should be

edited.
For how to edit, refer to [11. Feeder Point Setting].

4) | Feeder point information in the line where the cursor is placed on should be
copied to another feeder point.

5) | Feeder point information in the line where the cursor is placed on should be
returned to the initial setting.

MEOQ373-4A
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10.7.4 Discard Screw Point Setting

Have the discard screw point setting (position to discard a screw and way to move)

established.
Four types of discard screw point can be set at the maximum.

1) 2)
) Marme
2
]
L}
[ Edit ] [ Ciopy ] [ Cilear ]
3) 4) 5)
No. Contents
1) | Discard screw point number should be displayed.
2) | Discard screw point name should be displayed.
3) | Discard screw point information in the line where the cursor is placed on
should be edited.
For how to edit, refer to [12. Discard Screw Point Setting].
4) | Discard screw point information in the line where the cursor is placed on
should be copied to another discard screw point.
5) | Discard screw point information in the line where the cursor is placed on
should be returned to the initial setting.
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10.7.5 Condition Setting

Condition of screw tightening should be edited.

1) 2) 3)

' '

1 % Full tiehtenine M3¥10

Dizcard screw M3*10

Mame

Set ag default condition ] [ Fezet default condition l [ Elflit ] [ quy ] [ Olu?ar ]

R

4) 5) 6) 7) 8)

seladold 18S "0l .

No. Contents

1) | The screw tightening condition number should be displayed.

2) | “” should be displayed when it is set in the initial setting for drawing.
3) | The screw tightening condition name should be displayed.

4) | The screw tightening condition number in the line where the cursor is placed
on hold be set as the initial setting for drawing.

If it is set as the initial setting for drawing, the screw tightening condition
number in the new drawing should be set automatically.

5) | The initial setting for drawing should be cancelled.

6) | The screw tightening condition in the line where the cursor is placed on
should be edited.

For how to edit, refer to [13. Screw Tightening Conditions Setting].

7) | The screw tightening condition in the line where the cursor is placed on
should be copied to another screw tightening condition.

8) | The screw tightening condition in the line where the cursor is placed on
should be returned to the initial setting.
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10.7.6 Error Setting

Settings related to screw tightening errors should be established.

Error detection zignal

Output
1 ) 324

Output port number

Program end/resume trieger signal

2) - [rput port number M |Onedee  »

1) Error detection signal

ltem Contents

tightening error gets detected.

Output Set whether to output “Error detection signal” when a screw

Output port number | Set the output port number for “Error detection signal”.

2) Program end/resume trigger signal

Item Contents

Input port number Set the input port number and signal level for “Program
end/resume trigger signal’”.
The signal level should be selected from those below.

o OFF level
e ON level
e OFF edge
¢ ON edge

92
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10.8 Interpolate Move Velocity Setting

The setting of the velocity / acceleration / deceleration for the interpolation motion
(movement between start point and end point on a line) should be established.

Welocity 100 mmfsec
fcceleration 030 G

Deceleration 030 G

ltem

Contents

Velocity

Set the velocity for the interpolation motion. (Unit: mm/sec)

Acceleration

Set the acceleration for the interpolation motion. (Unit: G)

Deceleration

Set the deceleration for the interpolation motion. (Unit: G)

10.9 Output Setting

Settings related to the output data when SEL program / position data get generated should

be established.

Pogition Mo. 1

ltem

Contents

Position No.

Set the top position number.

MEOQ373-4A
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10.10 Simulation

Settings should be established regarding simulation. (Only for supported models)

1) Parameter

Controller parameters in simulation should be set up. It is available establish the setting
by reading in values from another project file or controller parameter file by using the

import button.

* In case the parameter setting values differ from the actual device, dispersion in
simulation for the cycle time and operation track may get large.

Property

| e

Parameter |Trac:k data|

Common to All Axes Parameters

fxiz—Specific Parameters

Mo. Mame Walue Unit
22 | Acceleration max 999 | 001G
23 | Deceleration max 999 | 001G

Gf | Rotation move axis mode select

67 | Rotation move axis short-cut select

0
0

0
0

Mo. MHame H-axis f-axis Z-axis

6 | Select act direction 1 1 1

28 | Max speed axis annn anon aoon

42 | Encoder resolution (131072 =||[131072  +]|[131072 ]
43 | Rate of encoder dividing frequency [3 v] [3 v] [3 v]
44 | Measure revise 0 0 0
47 | Screw lead 16000 16000 G000
50 | Gear ratio numerator 1 1 20
51 | Gear ratio denominator 1 1 i)
G0 | Position gain 30 30 30

0
0

Unit

mm/zec, degfzec

pulzetey
0001 mms 1M

0.001mm

/=
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[Details of Common to All Axes Parameters Contents]

No. Parameter name Input range Unit Remarks
22 | Acceleration max 110 999 0.01G
23 | Deceleration max 1to 999 0.01G
[Details of Axis-Specific Parameters Contents]
No. Parameter name Input range Unit Remarks
Do not attempt to change the
6 | Select act direction Oto1 initial values or the values in
the parameter file.
28 | Max speed axis 1 to 3000 mm/s
Set it to 800 in incremental
42 | Encoder resolution 800, 131072 pulse/rev and to 131072 in battery-less
absolute.
Set it to 0 in incremental, to 4
in battery-less absolute and
43 Rate of encoder 0 2t05 pulse motor at the same time
dividing frequency ’ and to 3 in battery-less
absolute and AC servomotor
at the same time.
It changes coordinates in
44 | Measure revise ~99999999 to 0.001mm/1M | proportion.
99999999 ; . .
Valid only for linear drive axes
Make sure to establish the
47 | Screw lead 1t0 99999999 | 0.001mm | setting to satisfy “Lead
Described in Catalog or
Instruction Manual” = “Screw
. Lead” x “Numerator of Gear
50 | Gear ratio numerator 1 to 99999999 Ratio” / “Denominator of Gear
Ratio” for X, Y and Z-axes. *
Do not attempt to change the
51 | Gear ratio denominator | 1 to 99999999 initial value or the values in
the parameter file for R-axis.
Set it to 50 for pulse motor
60 | Position gain 1 to 9999 Is type TTA and to 30 for
servomotor type TTA.
g6 | Rotation move axis Oto5 0: Normal Mode, 1: Index Mode
mode select
Rotation move axis 0: Not Selected, 1: Selected
67 Oto 5 (Valid only in index mode and

short-cut select

INC encoder at the same time)

* Example of Setting for Axis-Specific Parameters 47, 50 and 51

Axis-Specific Parameters setting value

Lead [mm]
47 50 51
24 or equivalent 16000 36 24
16 16000 1 1
3 3000 1 1

MEOQ373-4A

95

seladold 18S "0l .



10. Set Properties .

I1A1

2)

Track data

Display settings for the operation track in simulation should be established.

o Display
Select either “Display all sections” or “Display the section where the specific signal is
on”. It is required to set a signal to be specified in the Port/Flag number box when

"Display the section where the specific signal is on" is selected.

¢ Velocity fluctuation
It is necessary to establish the standard velocity when you would like to change the
track line thickness in response to the operation velocity. (Unit: mm/sec)
The operation track should be shown thin in the area faster than the standard while
the track shown thick in the area slower than the standard.
The track line should be shown in constant width when the parameter is set to “0”.

i

4

Property

| Software limit I Home back I Cyle I Movement between figures | Screw tightening | Interpolate move velocity I COutput | Simulation |

Parameter | Track data |

Dizplay

() Dizplay all zections

@ Display the section where the specific signal iz on

Port/Flag number 300

Welocity fluctuation

Basiz velocity 100 mmizec

96

* The settings above should be reflected only to the simulation track display (not to
the track display in the actual device servo monitor data).
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11. Feeder Point Setting

Setting of the feeder point setting should be established in “Feeder Point Setting Window”.
(For how to display window, refer to [10.7.3 Feeder Point Setting].)

The items to establish settings are as shown below.

Feeder Position

Via-point (before Feeding)
Via-point (after Feeding)
Feeding Motion

Name

Feeder [No.1] [

Feederpusrhonl Via-point {before feeding) I Via-point {after feeding) | Feeding mation | Name |

Position
¥-position 0.300  mm
Y-position 275500 mm
Z-posttion 74700 mm

Movement
) InterpolateMove @ Absolute coordinates (Arch) ) Relative coordinates (frch)
0 Y i WY 0 LAY
2) i @2 ﬂ
n : | B
T , . T[ I:a_:a; Cljj;ﬁ'

Start trigger z-position 20000 mm —(1)

Bumes julod Jopaa “|| .

Top z-posttion 10000 mm — (&)
End trigger z-position 20000 mm —(3)
Velocity 100 mm/sec
Acceleration 030 G
Decelerstion 03 G

0K | | Cancdl
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11.1 Feeder Position Setting

Set the feeder position (position to pick up a screw) and the way to move.

Pasttion
¥-position 0.300 mm

1) = Ypostion 275500 mm
Z-position 74700 mm

Mowvement
1 Interpolate Move @ Absolute coordinates (Arch) 1 Relative coordinates (frch)
0 1Y 0 Y 0 LY
ey i @
mfl a . @
2) = T z z T} | \Ii(

Start trigger z-position 20000 mm —(1)
Top z-position 10000 mm —2)
End trigger z-position 20000 mm —{3)

Velocity 100 mm/sec
Acceleration 030 G
Deceleration 030 G

1) Position
Set the feeder position.
ltem Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

2) Movement
Set the way to move to the feeder position.
The detail of settings should be the same as the movement settings between figures in
the project property.
Refer to [10.6 Movement between Figures Setting] for details.
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11.2 Via-point (before Feeding) Setting

Set the point to go through when moving to the feeder position and the way to move.

1) /| Move to the feeder pozition after passing the specified via-point

Position
¥-position 0000 mm
2) — T—position 0000 mm
Z-pozition 0000 mm
Mlovee et
Interpalate Move @ Abzolute coordinates (Arch) Relative coordinates [#frch)
0 LY 0 LY )

0 LY
12) ! i
]" % . e
, all7L | “i@

) — 7 ™

Z
Start trigeer z-pozition 0oy mm - (1)
Top z-poszition 0oy mm -—- (3
End trigeer z-position nono mm o -—- (3
Welocity 00 mmfzec
Acceleration 03 G
Deceleration 03 G

1) Move to the feeder position after passing the specified via-point
Set whether to go through the indicated point when moving to the feeder position.

2) Position
Set the position to go through.
Item Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

3) Movement
Set the way to move to the position to go through.
The detail of settings should be the same as the movement settings between figures in
the project property.
Refer to [10.6 Movement between Figures Setting] for details.
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11.3 Via-point (after Feeding) Setting

Set the point to go through when moving to the screw tightening start position after picking
up a screw and the way to move.

1) —e /| Move to the next screw tightening position after passing the specified via-point

Position
H-pozition ooon
2) —  T—position 0.0on
Z-pozition 0000
Movement

InterpolateMave
0 Y

mm
mm

mim

@ Abzolute coordinates (Arch)

0 KA 0

Relative coordinates (Arch)

B

3) = ; -

Start trigger z—position
Top z-position

End trigger z-pozition
Welocity

ficceleration

Deceleration

0000 mm -—(1)
000 mm ---(2)
00 mm ---(3)
100 mmi=ec
nan G

nan G

() ! i
|“ % . 5
1 A | ni@

1) Move to the next screw tightening position after passing the specified via-point
Set whether to go through the indicated point before moving to the screw tightening start

position.
2) Position
Set the position to go through.
Item Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

3) Movement

Set the way to move to the position to go through.
The detail of settings should be the same as the movement settings between figures in

the project property.

Refer to [10.6 Movement between Figures Setting] for details.
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11.4 Feeding Motion Setting

Set the screw feeding motion.

Canfirm screw presence

| Confirm zcrem pregence zienal

Input part number 17 |0n level -

1) » | Output screw abzence detection zignal
Ciutput port number 300

| Wait for restart command zignal after screw abzence detection

Input port number 0 [Onedee

Screw feeding

Screwdriver rotation zpeed  |High zpeed

2) > Feeding time 200 sec

V| Screwdriver rotation stop after feeding

After rotation ztop wait time 100 =sec
1) Confirm screw presence
ltem Contents
Confirm screw Set whether to check if a screw exists with “Screw existence
presence signal signal” output from the feeder before moving to the feeder
position.
e To check

In case there is no screw found, standby will be held until
screws get supplied.
¢ Not to check

The screwdriver moves to the feeder position and
performs screw feeding regardless of screw existence.

Input port number | Set the input port number and signal level for “Screw existence
signal”. The signal level should be selected from those below.

e OFF level
Input turns OFF when there are screws.
e ON level
Input turns ON when there are screws.
Output screw Set whether to output “Screw absence detection signal” to an
absence detection | external device when there was no screw detected.
signal
Output port Set the output port number for “Screw absence detection
number signal”.

MEOQ373-4A
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ltem

Contents

Wait for restart
command signal
after screw
absence
detection

Set whether to resume screw feeding after waiting for “Pickup

screw restart command signal” to be input.

e To wait

The screwdriver waits for “Pickup screw restart
command signal” to be input, and checks if there are

screws existed.

If there are screws, it moves to the feeder position and
starts feeding action. If there is not, it waits for “Pickup
screw restart command signal” to be input again.

Previous ., Check screw Pickup

movement existence screw

d | |- | .

| Lt | L] »
(refill)

Screw existence signal
(Input)

Pickup screw restart
command signal

(Input)

Screw absence
detection signal
(Output)

e Not to wait

If “Screw existence signal” turns ON (or OFF) after
screws are supplied, the screwdriver moves to the

feeder position and starts feeding action.

Previous

Check screw
existence

Pickup
screw

movement
< 'l

«

Lt

Screw existence signal
(Input)

(refil

v

Screw absence
detection signal

(Output)

Input port number

Set the input port number and signal level for “Pickup screw
restart command signal”. The signal level should be selected

from those below.
OFF level
ON level
OFF edge
ON edge

102
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2) Screw feeding

ltem

Contents

Screwdriver
rotation speed

Set the screwdriver rotation speed (Low speed / High speed)
when picking up a screw.
Rotate the screwdriver in the set speed and get a screw

gripped.

Feeding time Set the period of time to wait in screw picking (gripping). (Unit:
sec)
The screwdriver starts gripping a screw at the feeding position,
waits for the specified period of time and then moves to the
screw tightening start position.

Screwdriver Set whether to stop the screwdriver to rotate after picking up a

rotation stop after | screw.

feeding o To stop

The screwdriver stops rotation and moves to the screw
tightening start position (Rotation resumed when starting
to tightening screw)

e Not to stop
The screwdriver keeps its rotation and moves to the
screw tightening start position.

After rotation stop
wait time

Set the period of time to wait after the screwdriver rotation gets
stopped. (Unit: sec)

The screwdriver waits for the specified period of time and
moves to the screw tightening start position.

11.5 Name Setting

Set a feeder point name. (Character string in 0 to 32 bytes)

MHame

M3+10

The name set to the feeder points should be displayed in “Feeder Point Setting Page” in

“Property Setting Window”.
(Refer to [10.7.3 Feeder Point Setting].)

MEOQ373-4A
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12. Discard Screw Point Setting

Setting of the discard screw point setting should be established in “Discard Screw Setting

Window”.

(For how to display window, refer to [10.7.4 Discard Screw Point Setting].)

The items to establish settings are as shown below.

Name

Discard Screw Position
Via-point (before Discarding)
Via-point (after Discarding)
Discarding Motion

Discard screw [No.1]

DISCEFdSCFBWDDSftanl Via-paint {before discarding) I Via-paint (after discarding) I Discarding mation I Mame |

Move to the specified position

Position
¥-position 485500 mm
Y-position 274800 mm
Z-position 58.000 mm
Movement
) InterpolateMove @ Absolute coordinates (frch) () Relative coordinates (Arch)
0 LY Y 0 Y
@ i @
o) \ ! . @
, _-"--*. E 7 I— m | "J -
Start trigger z-position 20000 mm — (1)
Top z-position 10000 mm —(2)
End trigger z-position 20000 mm —(3)
Velocity 100  mm/ssec
Acceleration 030 G
Deceleration 030 G
ok | [ Cancel

MEOQ373-4A
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12.1 Discard Screw Position Setting

Set the position to discard a screw taken off a workpiece and the way to move.

1 ) Move to the specified position
Postion
X-position 439500 mm
2) — Y-position 274800 mm
Z-position 53.000 mm

Movement

) Interpolate Move @ Absolute coordinates (Arch) ' Relative coordinates (Arch)

0 5y 0 5y 0
2 i 2

| fﬁia
, mfl Im% | ‘”1{

)

Start trigger z-position 20000 mm —(1)

Top z-position 10,000 mm —2)
End trigger z-position 20000 mm —(3)
Velocity 100 mmsisec
Acceleration D30 G
Deceleration D30 G

1) Move to the specified position
Set whether to move to the indicated position to discard a screw or to discard a screw at

the current position.

2) Position
Set the discard screw position.
Item Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

3) Movement
Set the way to move to the discard screw position.
The detail of settings should be the same as the movement settings between figures in
the project property.
Refer to [10.6 Movement between Figures Setting] for details.
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12.2 Via-point (before Discarding) Setting

Set the point to go through when moving to the discard screw position and the way to move.

1 ) el /| Move to the discard screw position after passing the specified via-point

Postion
¥-posttion 0.000 mm
2) = Y-posttion 0.000 mm
Z-postion 0.000 mm
Movement
Interpolate Move @ Absolute coordinates (Arch) Relative coordinates (Arch)
0 Y ] LAY Y

0
2 i 2

! ma
, mfl Im% | ‘”1{

3)_-_ ; _""--.-.

Start trigger z-position 0000 mm —(1)
Top z-position D000 mm —2)
End trigger z-position 0000 mm —{3)
Velocity 100 mmsec
Acceleration D3 G
Deceleration D3 G

1) Move to the discard screw position after passing the specified via-point
Set whether to go through the indicated point when moving to the discard screw position.

2) Position
Set the position to go through.
ltem Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

3) Movement
Set the way to move to the position to go through.
The detail of settings should be the same as the movement settings between figures in
the project property.
Refer to [10.6 Movement between Figures Setting] for details.
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12.3 Via-point (after Discarding) Setting

Set the point to go through after throwing a screw away and before moving to the next
working position and the way to move.

1 ) Execute the next action after passing the specified via-point

Position
¥-posttion D.0D0  mm
2) —> Y-position 0.000 mm
Z-position 0000 mm
Mowement
1 InterpolateMaove @ Absolute coordinates {frch) 1 Relative coordinates {Arch)
o LA Y RAY

3)*2 ‘--""h.

z
Start trigger z-position 0.000
Top z-position 0.000
End trigger z-position 0.000
Velocity 100
Acceleration 0.30
Deceleration 0.30

mm — (1)
mm — (Z)
mm — (3}
mm/sec
G

G

0
2 i )
| fﬁia
) mfl Im% | 5”1{

1) Execute the next action after passing the specified via-point
Set whether to go through the indicated point before making the next operation.

2) Position
Set the position to go through.
Item Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

3) Movement

Set the way to move to the position to go through.

The detail of settings should be the same as the movement settings between figures in

the project property.
Refer to [10.6 Movement between Figures Setting] for details.
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12.4 Discarding Motion Setting

Set the period of time to wait after discarding a screw. (Unit: mm)

12.5 Name Setting

Set a discard screw point name. (Character string in 0 to 32 bytes)

The name set to the discard screw points should be displayed in “Discard Screw Point

After dizcarding wait time

0.0

==

MHame

M3#10

Setting Page” in “Property Setting Window”.
(Refer to [10.7.4 Discard Screw Point Setting].)

MEOQ373-4A
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13. Screw Tightening Conditions Setting

Setting of the screw tightening conditions setting should be established in “Screw
Tightening Conditions Setting Window”.
(For how to display window, refer to [10.7.5 Screw Tightening Condition Setting].)

The items to establish settings are as shown below.

¢ Tightening Motion
e Error Detection
e Z Motion
e Name
Screw Tightening Conditions [No.1] ﬁ
Tightening metion | Eror detection | Z metion | Name |
Type [EFuII tightening v]
Feeding
Feeder point number
High speed
High speed
D10
D20 High speed
Screw tightening 0.00 .
Screwdriver rotation speed N
Start relative z-position -11.000 mm z
End relative z-position 1.000 mm 1 %
After screw tightening wait time 010  sec i
&
=
(0]
=3
=}
«Q
O
o
=}
oK | | Cancel 2
5
=}
(2]}
(2]
(0]
=
=2
«Q
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13.1 Tightening Motion Setting

Have the screw tightening operation setting established.

1) =t Type
Feeding

2) — Feeder point number (1 =

Fulltightening o

High speed 5)
3) High speed
0.10
0.20 High speed
***** -+ 6)
Screw tightening
Screwdriver rotation speed High speed =
4) > Start relative z-position -11.000  mm
End relative zposition 1.000 mm 1 ff— 7)
After screw tightening wait time 010 sec
1) Type
Select a screw tightening type from those below.
Items that Setting Required
Type . Bit Screw . Screw | Discard
ez fitting | tightening S loosen screw
Full tightening ° °
Tighten, then
[} [} [ ]
reverse
Loose tightening ) °
Full tightening o o
(No pickup)
Unscrew ° ° ° °
2) Feeding
ltem Contents
Feeder point Select the feeder point.
number
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3) Bit fitting

Item

Contents

Reverse the screwdriver

Set whether to turn the screwdriver reversed in order to fit the
bit to a screw.

Screwdriver rotation

Set the rotation speed of the screwdriver when fitting the bit.

speed
Screwdriver rotation Set the duration of screwdriver rotation. (Unit: sec)
time (Note) Since the screwdriver turns reversed without having

the Z-axis go upward, having the rotation duration too
long may apply too much stress to a workpiece, screw
and screwdriver.

After bit fittig wait time

Set the standby time after the screwdriver stops its rotation.

(Unit: sec)

(Note) If a setting is established on a screwdriver for automatic
operation to hold for a certain while till the next start, set
a value that is longer than the indicated duration.

4) Screw tightening

Item

Contents

Screwdriver rotation
speed

Set the rotation speed of the screwdriver at screw tightening.

Start relative z-position

Set the screw tightening start position in a relative coordinate
to “Screw tightening z-position”. (Unit: mm)

End relative z-position

Set the screw tightening end position in a relative coordinate
to “Screw tightening z-position”. (Unit: mm)

After screw tightening

Set the standby time after finishing screw tightening. (Unit: sec)

wait time (Note) In case the period between a rotation stop and the next
rotation is too short, there may be a concern that the
screwdriver would not rotation.
If a setting is established on a screwdriver for automatic
operation to hold for a certain while till the next start,
establish a setting in this item and set it so that there is
longer period to hold than the indicated duration.
Screw
tightening
---------------- Start z-position
= [Screw tightening z-position] + [Start relative z-position]
---------------- Screw tightening z-position
Y -------- End z-position

= [Screw tightening z-position] + [End relative z-position]
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Driving

Item

Contents

Operate

Set whether to turn further in order to make the bit tip bite the
screw head stronger.

Screwdriver rotation
speed

Set the rotation speed of the screwdriver when turning further.
(Low speed or High speed)

End relative z-position

Set the Z-coordinate for the turning further finish position in a
relative coordinate to “Screw tightening z-position”. (Unit: mm)

Driving
Screw tightening z-position

End z-position
= [Screw tightening z-position] + [End relative z-position]

After driving wait time

Set the duration of the standby time after finishing turning

further. (Unit: sec)

(Note) If a setting is established on a screwdriver for automatic
operation to hold for a certain while till the next start, set
a value that is longer than the indicated duration.

Screw loosen

Item

Contents

Screwdriver rotation
speed

Set the rotation speed of the screwdriver when screw loosen.
(Low speed or High speed)

End relative z-position

Set the screw loosen end position in a relative coordinate to
“Screw tightening z-position”. (Unit: mm)

End z-position
= [Screw tightening z-position] + [End relative z-position]

Screw tightening z-position

Screw
loosen

After screw loosen wait
time

Set the duration of the standby time after finishing screw
loosen. (Unit; sec)

Discard screw

Item

Contents

Discard screw point
number

Select a discard screw point.
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13.2 Error Detection Setting

Set the detection condition of a screw tightening error (Screw floating error and Screw
slipping error) and the action after detection.

Screw floating error detection conditions Screw clipping error detection conditions
| Detect 7| Detect
1) = Permizsible amount 1500 mm Torgue—up wait time 100 zec ‘_2)
Retry count 1 times
Screw loosen
Actioh on error detection Screwdriver rotation speed High speed = |
Wait on the spot
@ Move to the retraction position 4_4)
H-position mm
-position mm
3) =P Zposition 50000 mm
Welocity 30 mmssec Before screw loosen wait time 701[1 zEC
fecelEston 0 30j8G After screw loosen wait time 000 sec
Deceleration 030 G
Evacuation z-pogition mm Proey amerel iesime
Dizcard screw Program end
Resume same point - 5)
@ Resume next point
1) Screw floating error detection conditions
Item Contents
Detect Set if screw floating error should be detected.
Permissible amount Set the allowable amount for screw floating. (Unit: mm)

Screw floating error will be issued when the amount of screw
floating exceeds this setting value.

Retry count Set the number of retries when screw floating error is
detected.

Screw
tightening
--------------- (Screw tightening start position Z-coordinate)
Screw Floating Error
if torque increases in
this range.

Screw floating
allowable amount

Z-coordinate of screw full tightening point that was created
(Coordinate that the screw gets seated on the workpiece)

-Y ------ (Screw tightening end position Z-coordinate)

<Important>
There is a concern that a gap could be generated between the Z-axis driving
amount and the actual amount of screw tightening due to causes stated blow,
which would disturb accurate detection of the screw floating error.
e Gap between the Z-axis speed and screw feeding speed
e Warpage of workpiece
Refer to it just as a quick method to detect an error.

MEOQ373-4A 115
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2) Screw slipping error detection conditions

Item

Contents

Detect

Set if screw slipping error should be detected.

Torque-up wait time

Set the time till screw slipping error gets detected. (Unit: sec)
Screw slipping error will be issued when the torque would not
increase after a certain period of time that is set in this setting
since the Z-axis reaches the screw tightening finish position.

Move downward along the z axis |

Screwdriver rotation |

Screw slipping error

3) Action on error detection

Torque-up wait time

—P

Select an action when a screw tightening error (Screw floating error or screw slipping
error) was detected from those below.

o Wait on the spot

The screwdriver stands by at the point that the error was detected.

e Move to the retraction position
The screwdriver moves to the evacuation point and stands by.
Refer to [7.5.1 Action on Error Detection] for the details of evacuation action.

item

Contents

X-position Set the X-coordinate on the evacuation point. (Unit: mm)
If it is not set (left blank), evacuation motion in X-axis will not
be conducted.

Y-position Set the Y-coordinate on the evacuation point. (Unit: mm)
If it is not set (left blank), evacuation motion in Y-axis will not
be conducted.

Z-position Set the Z-coordinate on the evacuation point. (Unit: mm)
It is mandatory to set this up when it is necessary to have a
movement.
Velocity Set the velocity for evacuation motion. (Unit: mm/sec)
Acceleration Set the acceleration for evacuation motion. (Unit: G)
Deceleration Set the deceleration for evacuation motion. (Unit: G)
Evacuation Set up the Z-coordinate at evacuation motion.
z-position This item should be invalid (not available for setting) in case

no evacuation motion is required for the axes other than the
Z-axis (X-axis/Y-axis).

116
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e Discard screw
The screwdriver loosens a screw and take it out, and then moves to the discard
screw point and throws away the screw.
Refer to [7.5.1 Action on Error Detection] for details.

ltem Contents

Discard screw Select a discard screw point.
point number

<Important>
Make sure that a screw has been removed by having a certain inspection such
as a visual check.
In case a screw has not been taken away, take it off with hand.

Bupes suonipuo) Bulusyybl] maiog ‘gl .
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5)
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Screw loosen

Item

Contents

Screwdriver rotation
speed

Set the rotation speed of the screwdriver when loosening a
screw in order to have “retries due to screw floating” or
“Discard screw”. (Low speed / High speed)

Screw loosen end
position when discard
screw

Select a screw loosening finish position when discard screw.
e Loose to the start position
This sets the screw tightening start position as the
loosening finish position.
¢ Loose to the specified position
This sets the indicated coordinates as the loosening
finish position.
In case of “Full tightening (No pickup)”, the setting should
always be “Loose to the specified position”.

Specified relative
z-position

Set the loosening finish position when discard screw.

(Unit: mm)

It is mandatory to set this up when “Screw loosen end position
when discard screw” is set to “Loose to the specified position”.

Before screw loosen
wait time

Set the duration of the standby time before starting screw

loosen. (Unit: sec)

The screwdriver waits for specified period of time after a screw

tightening error was detected until it starts to loosen a screw.

(Note) If a setting is established on a screwdriver for automatic
operation to hold for a certain while till the next start, set
a value that is longer than the indicated duration.

time

After screw loosen wait

Set the duration of the standby time after finishing screw

loosen. (Unit: sec)

(Note) If a setting is established on a screwdriver for automatic
operation to hold for a certain while till the next start, set
a value that is longer than the indicated duration.

Program end/ resume

Item

Contents

Program end

The screwdriver goes back to the work home position and
robot program finishes.

Resume same point

Operation resumes from the screw tightening point where an
error occurred.
Refer to [7.5.2 End / Resume] for details.

Resume next point

Operation resumes from the next figure.
Refer to [7.5.2 End / Resume] for details.
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13.3 Z Motion Setting

Establish the setting how to get the Z-axis move in screw tightening operation.

1) =[] Individual zettine

Forvward (High speed)

Method Pogzitioning

Reverze (High speed)

Method Pozitioning

20 20
2) — Welocity 0 mmfzec Welocity 10
fcceleration o G Accelaration 010
Deceleration L G Deceleration 0
Forward (Low speed) Reverze (Low speed)
Method Fositioning v Method Fositioning v
20 20
3) - Welocity 0 mmfzec Yelocity
fcceleration L G Acceleration
Deceleration L G Deceleration

mms/sec
G
3

mms/sec
G
3

- 4)

-4— 5)

Put a check mark when it is required to set the way of Z-axis movement individually in a
screw tightening operation under the applicable screw tightening conditions.
Remove the check mark when it is required to apply the way of Z-axis movement set in

the property [10.7.2 Z Motion Setting].

How to establish setting is the same as that for property setting.

Refer to [10.7.2 Z Motion Setting] for details.

How to establish setting is the same as that for property setting.

Refer to [10.7.2 Z Motion Setting] for details.

How to establish setting is the same as that for property setting.

Refer to [10.7.2 Z Motion Setting] for details.

1) Individual setting

2) Forward (High speed)
3) Forward (Low speed)
4) Reverse (High speed)
5) Reverse (Low speed)

How to establish setting is the same as that for property setting.

Refer to [10.7.2 Z Motion Setting] for details.

MEOQ373-4A
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13.4 Name Setting

Set a screw tightening condition name. (Character string in 0 to 32 bytes)

Mame  Full tightening M3™10

The set name should be displayed in the cases below.

e On “Screw Tightening Condition Setting Page” in “Property Setting Window’
(Refer to [10.7.5 Screw Tightening Condition Setting].)

¢ On “Screw tightening Setting Page” in “Editing Information of a Figure”
(Refer to [15.10.4 Screw Tightening Setting].)
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14. Draw Figures
Create drawing in one of the ways below.

e Reading figures in from CAD data
o Creating figures with mouse operation

14.1 Reading Figures in from CAD Data

Figures N°*') necessary for work can be read in from the CAD data in work.
Note1 Only dot figures (POINT) are available to read in.

14.1.1 CAD Data Format Available for Reading
The CAD data format available to read in is as shown below.

e Format : DXF (ASCIl Format)
¢ Version : AC1014, AC1015, AC1018, AC1021, AC1024, AC1027 and AC1032

14.1.2 Types of Figures Available for Reading
The figures available to read in are as shown below.

POINT

LINE

CIRCLE

ARC
POLYLINE
LWPOLYLINE
SPLINE
ELLIPSE
TRACE
SOLID

MEOQ373-4A
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14.1.3 Relation of CAD Drawing Coordinates and Working Area Coordinates

The relation of the CAD drawing coordinates Xc, Yc and the working area coordinates X, Y
are as shown below.

The orientation of the CAD drawing should change in relation to the coordinate orientation
of the working area.

Coordinate Operation of Working Area: TYPE 1 Coordinate Operation of Working Area: TYPE 2

122 MEOQ373-4A



I1A1

14.1.4 Read the DXF Data

In order to read the DXF data, follow the procedure below.

1) Prepare a DXF data for work drawing.

2) Execute [File (F)] - [Dxf data (D)] - [Read (R)] from the menu bar.

3) Click on button in “Dxf import settings” window.

Dxf import settings @
File Mame
! Cpen |
i I
- — -
Adjust
[ Irrvert
[7] Rotate
[T] Offzet
o)

4) Select a file name of the DXF data, and click on button.

Cpen

Search SelGenerator 2 |

QQ | « WinTest (C:) » SelGenerator - | ¢?|

Organize * MNew folder £ v ED '@"

F

| DefSample.dxf

- Favorites
Bl Desktop
& Downloads

=1 Recent Places |E

= Libraries
[E Documents ~
J? Music
=] Pictures

H Videos

sainbi4 meiq ‘v .

' Computer -
LA & & K X X K X XL K X X X XK X X 7 ‘

'File name  [hfSample.dxf - : [DXF file(*.dxf)

-----------------l--o----l
Open v Cancel
i M
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5) In order to adjust the relation between the coordinates (0, 0) (= tool tip position) of the
working area and the work position, operate the figures that was read in to “Invert”,
“Rotate” and “Offset”.

Invert i Rotate Offset
r 1
yil
7’1 1
FALAE
/i - ® \
I H v I
7 1 v n
L 1 vl Y
1 vl )
1 AW | [
1 Y] 1 \
1 AY] 1 \
] A

Select an item to execute, and click on button.

(Note) If multiple items are selected, the coordinates should be converted in the order
of “Invert” => “Rotate” => “Offset”.

.
Dxf import settings L-LhJ
File Name
C¥SelGenerator¥DxfSample dxf Cipen
P e -
: Adjust ]
b [7] Dwvert :
: [¥] Ratate 1§
0 [7] Offset :
i
Gancel
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6) Set the datum coordinate for inversion and click on button.

[If “Invert” is selected in 5)]

MEOQ373-4A

Dxf import settings

i

File Hame

C¥SelGenerator¥DxiSample dixf

r - S S T S T -
Invert

I » i
l @ ¥-pozition l
I ‘Y-position i
| |
I »-Location 0000 mm |
L (L N N N N N N -l

ok || concel |

Original figurel,‘:
/o [I\
4

Inverted figure

ll,
X
X-position

Y-position

~,

I,' Original figure

-
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Set the rotation angle and the center coordinate and click on button.

7)

126

[If “Rotate” is selected in 5)]

-

Dxf import settings

i

File Mame

C#SelGenerator¥DxtSample dxf

| FRotate :
|

| Frele 180000 dee :
: Heaxiz -10000 mm ]
| -axis -10000  mm :
L----------‘

X T % %1

1 1| Cancel

A
Y
Rotated figure
X-axis
L) >
; X
Rotation center\bﬁ- <4 Y-axis
Angle
‘\----:
\\\\ i
\\ :
Original figure'\i
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8) Set the offset values and click on button.

[If “Offset” is selected in 5)]
[ Dxf import settings @

File Mame

C¥5elGenerator¥ Dt Sample duxf

| . I
i H-awis 40000 mm |
| axis 0000 mm ¥

: Gancel

A
Y
Offset figure
Y-offset
A
P
X
:‘\Original figure
AN
N\
S
| X-offset o
o
=
n
«Q
C
@
(2]
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14.1.5 Import the Figure

In order to import the DXF figure, follow the procedure below.

1) Change the edit mode to “Select dxf items” in one of the ways below.

e Click on ‘[z (Select dxf item

s) button in the tool bar

¢ Execute [Draw (D)] - [Select dxf items (X)] from the menu bar

2) Click on a figure (dot figure) that you would like to take in with a mouse and select.

R

S

3) Right-click the mouse to open the popup menu and execute [Import (1)].

14.1.6 Clear the Figure

Execute [File (F)] - [Dxf data (D)] - [Clear (C)] in the menu bar, and the DXF figure being

displayed can be cleared.

14.1.7 Show / Hide a Figure

Execute [View (V)] - [Display DXF lines (X)] in the menu bar, and the DXF figure can be

switched between show and hide.

128

File(F) Edit(E) | View(V) ' Project(P) Draw(D) Tool

+ 3 [¥| Display lines(w) b

L] Display DXF lines(X) | gl

0/ Work Home | i~ '] Display reference lines(R) il

1) Point [[~7] pisplay track lines(T) 0o

o Pt | | =

8| Point | | Zoom(Z) S (1]

4 Point | ! T T 00

b Point |  Point 30000 | 30000 | n.ooo

File(F) Edit(E) | View(V) | Project(P) Draw(D) Tool
* ‘ [~ pisplay lines(w)

Ation \ Display DXF lines(X) o

0| Work Home | || ¥ | Display reference lines(R) i

1| Point [[* ] Display track lines(T) 0o

Y, Paint = ]

3 Point . Zoom(Z) » Jo0

4 Point Lo 12 L L L — L

5|  Paint Point 30000 | 30.000 | n.onn
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14.2 Creating a Figure with Mouse Operation

Follow the procedures below to create a dot figure.

1) Change the edit mode to “Point drawing” in one of the ways below.

e Clickon = (Point) button in the tool bar
¢ Execute [Draw (D)] - [Point (P)] from the menu bar

2) Move the mouse cursor to the position that you would like to place a point and click
there.

% W

sainbi4 melq ‘vl .
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15. Modify Figures

15.1 Moving Peak Point / Figure by Mouse Drag

Drag a created figure with the mouse and the figure can change its position. (It is limited
only to when the edit mode is set to “Select drawing items”.)

R = & (=

15.2 Peak Snap

When selecting a peak point, get the mouse cursor close to a peak point of another figure,
and the dragged point will get snapped to that peak point.

Snap range Snap range Snap range
,,¢-'~~\ ,,¢-~~\ I,¢-~~\
o—Fa ) o—Fa ) e—Fa
'k When entered the range... Snapped

When you desire not to have the cursor snapped, hold down [Ctrl] key and [Shift] key while
you move the mouse cursor.

Snap range Snap range Snap range
I”’-\\ /”’ N I”-~\‘
b—=ta — @ — 4 @m
1 1
\\\~ L ’,,I |:> \\\~%I |:> \\\-%I
'k When entered the range... Not snapped

The snap range can be changed in the tool option ([18.3 Drawing Setting]).
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15.3 Cut

The created figure can be cut in the procedures below.

1) Select a created figure that you would like to cut.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Execute an operation from those below.

¢ Execute [Edit (E)] - [Cut (T)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Cut (T)]

15.4 Copy
The created figure can be copied in the procedures below.

1) Select a created figure that you would like to copy.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Execute an operation from those below.

e Execute [Edit (E)] - [Copy (C)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Copy (C)]

15.5 Paste

A figure that has been cut / copied can be pasted by any operation of those below.

o Execute [Edit (E)] - [Paste (P)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Paste (P)]

15.6 Delete
The created figure can be deleted in the procedures below.

1) Select a created figure that you would like to delete.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Execute an operation from those below.

e Execute [Edit (E)] - [Delete (D)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Delete (D)]
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15.7 Translation

A created figure can be moved in parallel orientation.

|-
-
L

The procedures are as follows.

1) Select a created figure.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Execute an operation from those below.

e Execute [Draw (D)] - [Translation (T)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Translation (L)]

3) Set the amount to move for X-axis and Y-axis, and click on button.

| Translation &J
Tranzlate distance
Heaxiz 20,000 mm
-axiz  30.000 mim
(] 4 ] | Cancel I .

o
ltem Contents §
X-axis Set the movement amount for X-axis. (Unit: mm) g;;
Y-axis Set the movement amount for Y-axis. (Unit: mm) T
=
@
(72
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15.8 Rotation

A created figure can be rotated.

The procedures are as follows.

1) Select a created figure.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Execute an operation from those below.

o Execute [Draw (D)] - [Rotation (R)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Rotation (R)]

3) Set the rotation angle and the rotation center coordinate, and click on button.

(Rotation [ o5 |

Raotation fngle

Anele 90000 dee

Fotation Center Pozition
1 Start point

) Center

| CenterSelectshape

@ Specified
Hraxiz 10,000 mm
-axiz 20000 mm
[ (014 ] I Cancel I
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Item Contents
Rotation Angle Set the rotation angle. (Unit: deg)
Rotation Center Select / specify the coordinates that should be the center for
Position rotation.
i Selected figures i
L 4
{ O
]
O--- Start point of each figure |
@ - Center of each figure
@ (‘Zenter ‘of sele‘cted f”gures
e Start point
! i
[}
= i
! [}
i a
[}
b W
e Center
Li.l Li.l .a
g: g: =
o
[} [} 9‘
: : =
[} [}
= - a
[
@
(72
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ltem Contents
Rotation Center e Center Select Shape
Position
Oo——a q\
[} [}
[} [}
[} [}
i o i
i i
[} [}
[} [}
] o
\5 Oo——a
¢ Specified
Oo———a

Specified coordinate
° Oo———a
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15.9 Invert

A created figure can be inverted.

The procedures are as follows.

1) Select a created figure.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Execute an operation from those below.

¢ Execute [Draw (D)] - [Invert (1)] from the menu bar
¢ Right-click in a working area to open the popup menu, and execute [Invert ()]

3) Set the inversion datum and the inversion datum coordinate, and click on
button.

» Invert @

Inwvert Baziz

@) ¥-pogition

T Y-pogition

Irwert Baziz Position
1 Start point

1 Genter

| CenterSelectshape

salnbiq AJIpoN "G .

@ Specified

H-Location 0.0an mm

| ok | | cancel |
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Item Contents
Invert Basis Select a coordinate (X-coordinate or Y-coordinate) that should
be the datum for inversion.
Invert Basis Select / specify the inversion datum coordinate.
Position A
v Selected figures

O--- Start point of each figure
@ - Center of each figure
O -+ Center of selected figures

[

Ll

X

e Start point (X-Position)

A
Y

M S

N
P

A,B: Original figures
A': Inverted figure of A
B': Inverted figure of B

[

|

X

e Start point (Y-Position)

A
Y

A,B: Original figures
A': Inverted figure of A
B': Inverted figure of B

|

X

138
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Item Contents
Invert Basis ¢ Center (X-Position)
Position
A
Y

A,B: Original figures
A': Inverted figure of A
B' : Inverted figure of B

-

X

¢ Center (Y-Position)

A
Y

A,B: Original figures
A': Inverted figure of A
B' : Inverted figure of B

-

X

¢ Center Select Shape (X-Position)

A
Y

Q) B' : Inverted figure of B

A,B: Original figures
A': Inverted figure of A

-

X

MEOQ373-4A

139

salnbiq AJIpoN "G .



15. Modify Figures .

I1A1

Item Contents
Invert Basis ¢ Center Select Shape (Y-Position)
Position
A
Y

¢
G

A,B: Original figures

A': Inverted figure of A
B': Inverted figure of B

e Speci

X
fied (X-Location)
A
Y "
\\\\
-\\\ B' B\\\
\\\ A \\\r“ A

A,B
A
B'

: Original figures
. Inverted figure of A
. Inverted figure of B

S

\j

Specified X

S

coordinate

¢ Specified (Y-Location)

A
Y »

pecified N -

A,B: Original figures
A': Inverted figure of A
B': Inverted figure of B

A
coordinate A . b

\

140

MEOQ373-4A



I1A1

15.10 Editing Information of a Figure

The information of a created figure can be edited.
The types of information of a figure available to edit are as shown below.

¢ Vertex Setting
¢ Movement between Figures Setting
¢ Screw Tightening Setting

[ Point &Jﬁ
 Vertex Ei_anement between figures I Screw tishtening |
Point
H-pogition 10000 mm
Y-position 30000 mm
Z-pozition mm

[ 0] % | | Cancel I

15.10.1 How to Display Edit Window
Show “Figure Information Edit Window” in the procedures stated below.

1) Select a created figure that you would like to edit.
(For how to select a figure, refer to [4.3.5 Selecting a Figure].)

2) Right-click in the working area or on the drawing data list to open the popup menu, and
execute [Modify (M)].
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15.10.2 Vertex Setting

Establish the settings such as coordinates for a peak point of each figure.

[1] Work home
Poirt

H-position 0000 mm

Y—-positiaon 0000 mm

S-position 30000 mm

ltem Contents
X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)
[2] Point
Point

Hopogition 10,000 mm

Y-positiaon 30000 mm

S-position mm

Item Contents

X-position Set the X-coordinate. (Unit: mm)
Y-position Set the Y-coordinate. (Unit: mm)
Z-position Set the Z-coordinate. (Unit: mm)

If no setting is conducted (blank), the Z-coordinate of the end
point for the figure before it should be applied.
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15.10.3 Movement between Figures Setting

Set the way to move from the end point of the previous figure to the start point of the
applicable figure.

[11 Work home
Set the Z-axis of when moving to the work home point. (Unit: mm)

Z-pozition when moving to work starting point 0o0n mm

The movement to the work home point should be performed in the order from 1) to 3) as
shown in the figure below.

Work home
coordinates XY
Moving to work home 2)
z-position
3)

Work home

coordinates| x 1)
Work home

z (Current position)

[2] Figures other than work home point
Set the way to move from the end point of the previous figure to the start point of the

applicable figure.

V| Individual setting

InterpolateMave @ Absolute coordinates! Arch) Felative coordinatestdrch)

0 Y
@ ! e
| &)
, rnT] Im% | “i@

0 LY 0 LY

'--..____*.

z z

Start trigeer z-position 0000 mm - (1)
Top z-position 10000 mm -—(2)
End trigger z-position 20000 mm - (3)
Welocity 100 mmifzec
Acceleration 030 G
Deceleration 030 G

(1) Individual setting
Select whether to set the way to move to the start point of the applicable figure.
If no setting is conducted, the movement setting between figures set in the project

property should be applied.

(2) Individual setting for movement between figures
The detail of settings should be the same as the movement settings between figures in

the project property.
Refer to [10.6 Movement between Figures Setting] for details.
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15. Modify Figures .
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15.10.4 Screw Tightening Setting

144

Settings related to screw tightening actions performed in the applicable figure (except for
work home position) should be established.

Screw tightening condition number

[1 [Full tightening M3*10]

v]

< Mot tightens

1 [Full tightenine M3+ 10
Dizcard zcrem M3 10

[ Y = T = R TSI A

O CT] R G0 D —

ltem

Contents

Screw tightening
condition number

Select a screw tightening condition number to apply.
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16. Generate SEL Program

Execute [Project (P)] - [Generate (G)] in the menu bar to generate a SEL program.
Once it is finished to be generated, “Sel Generate Form Window” shows up.

Tool Bar Result view
l

-
SelGenerateForm * — E‘QE
=

[ Froeram }| Pogition | Route |

E M OCnd Gmnd Operand 1 Operand 2 Pzt Co

* Thiz program was generated *

# by SEL program eenerator. W3000
* 2017406413 11:20:46 #

*Initialize *

n BTOF 317
1 BTOF 318

in OTor aan

weibold 138 a1elausn ‘gL .
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16.1 SEL Program Display

Select “Program” Tab in the Generation Result Display Area, and the generated SEL program
should be displayed.

-
E M Cnd Cmnd Operand 1 Operand 2 Pzt Comment

* Thiz program was generated *

* by SEL program generator. W3000  *
2017706515 11:20:46 *

*Initialize

16.2 Position Data Display

Select “Position” Tab in the Generation Result Display Area, and the generated position
data should be displayed.

| Frogera

Himm) Y{mm) Z(mm) Rdee) Wellmm/zec) feoclG) DoliG)
0.000 100 030 nao
0000 0.0000 0000 100 030 0o
0.000
0.000
0.000
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16.3 Simple Motion Path Display

Select “Route” Tab in the Generation Result Display Area, and the generated motion path
should be displayed in a simple form.

Caution:

e The route of evacuation / return operation at home return operation or error
detection should not be displayed.
e This display would not guarantee the actual motion path and its accuracy.

.
SelGenerateForm

o) |

=

[ Program i—_Po_sn_lon' Foute i

=] —

Button Operation Functions
/6\ Drag The display rotates in the dragged direction.
Rotate ¢ When [Ctrl] key is held down
Display can be zoomed in and out.
e When [Shift] key is held down
u Display can be scrolled right and left.
¢ In condition other than above
Display can be scrolled up and down.
Drag Display can be scrolled to the direction that you dragged.

MEOQ373-4A
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16. Generate SEL Program .
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16.4 How to Save the SEL Program/Position Data

The generated SEL program and position data should be able to be saved to a file with a

format capable to be read in “XSEL PC Software”.

1) Click on [@ (Save As) button in the tool bar.

2) Indicate a file name of a SEL program to be saved, and click on button.

Save Program File

=2

= Recent Places

= Libraries
% Documents
rJ'? Music
le=| Pictures

B Videos

- - -
| File name:

e,
l\-‘—‘/ll\-u‘)l | « WinTest (C:) » SelGenerator - |&,| Search SelGenerator jel |
Organize v MNew folder HE - '@'
- Favorites Mo items match your search,

B Desktop
& Downloads E

Program.tZpg

-

- -

= Hide Folders

Save as type: |Program for TTA("t2pg)

5

I Save : Cancel

3) Indicate a file name of a position data to be saved, and click on button.

r
Save Position File

==

4 Downloads

=l Recent Places

4 Libraries
= Documents
rJ'? Music
le=| Pictures

B videos

LK _X X}
0 File name:

PositionData.t2pt

e,
l\./“\..j | <« WinTest () » SelGenerator - | ¢’| Search 5elGe 2 |
Organize v MNew folder 5 - '@'

I Favorites = No items match your search,
B Desktop ‘

- - - -

= Hide Folders

Save as type: |Position for TTA(*.t2pt)

4
|

I Save ] Cancel
- . - . - '
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16.5 Simulation

The generated program can be simulated so you can get to know the operation track and
cycle time as a reference. (Only for supported models)

Note that the operation track is a movement command to a controller, and it
does not include the dispersion (caused by load, finishing, etc.) which can be
assumed in the actual use of the device.

The cycle time display may change depending on the performance or load of
your computer, and it does not include the dispersion (caused by load, finishing,
etc.) which can be assumed in the actual use of the device. Close all the
softwares other than this software as much as possible when running a
simulation and use it as a reference.

The cycle time should be calculated assuming that the external input standby
operation gets cancelled immediately.

The cycle time should be calculated assuming that the home-return operation
gets completed immediately.

The track and the cycle time should be calculated under condition that the
Z-axis movement (stop at screw seating detection) gets substituted by the
operations below in the screw tightening type.

1) When Z-axis movement is set to “positioning”;

The actuator should decelerate and stop at the point of Z-coordinate 0

relative to the screw tightening position.

2) When Z-axis movement is set to “pressing” and also;

(A) When the actuator goes through the point of Z-coordinate 0 relative to
the screw tightening position during the movement from the screw
tightening start position to the screw tightening end position;

The actuator should decelerate and stop at the point of Z-coordinate 0
relative to the screw tightening position.

(B) When the actuator does not go through the point of Z-coordinate 0
relative to the screw tightening position during the movement from
the screw tightening start position to the screw tightening end
position;

The actuator should decelerate and stop at the screw tightening end
position.

MEOQ373-4A
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16. Generate SEL Program .
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1) Execute [Project (P)] - [Simulate (S)] - [Start (S)] from the menu bar.

%t Sample.sgprit - SEL Program Generator (Screw Tightening)

File(F) Edit(E) Wiew(V) | Project(P) | Draw(D) Tool(T) Help(H)
4+ ¥ Generate(G) L) u
fiction Wertex | Simulate(s) 4 | Start(s) |
0 Wiork Home | Point Property(P) Clear Track data & Cycle time(C)
1 Paint Paint ? =
2| Paint Paint oo |7

2) Operation track and cycle time should be displayed after the simulation is complete.

4 Sample.sgprit - SEL Program Generator (Screw Tightening) l =8 g

File(F) Edit(E) View(V) Project(P) Draw(D) Tool(T) Help(H)

+ ¥

Action Wertex

& Complete!

¥ (Cycle time = 12.189 5)

Cycle time = 12.189 B

[#= 6.380, V= 40748 [Manif icat fon: 1008
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[Cycle time]

It is the sum total of the
operation time in one cycle
of “work home position —
drawn figure - work home
position” and time required
for related processes. It
shows the process time
required to perform “Cycle
top (DWLT Command in
figure)” — “Cycle end
(EDDO Command in figure)”
in the generated program.
* The program shown in the
figure on the right is an
example.

A set of process subject
to cycle time calculation

MEOQ373-4A

-
L= = R I -~ T -~ B ST

L T B L e L R I - B L
L= = o T — - = - = = - N - L — "= - - N S U~ ~ B -, B SR TR L

kN
a8
BE]

4
42
43
44
45

E M Cnd Cwnd Operand 1

# Thiz program was generated

# by SEL program gzenerator. ¥3.0.0.1

Ed

2017/05/17 20:51:55

= | =

#Initialize

BTOF aan
ACHZ 3

#Home return #
HOKE 100
HOKE 11

®[0000] #*
EXZR a4

#Cycle top 3
DWLT 1093 100

+[0001]-[0003] #
MOYL E
BTON aan
P&TH 7 q
BTOF aan

®[0000] #
EX5R a4

#Cycle end 3
A00 1099 1
EDD0

#Program end

EXIT

Operand 2 Pst Comment *

m

Z-axiz for arch

Execute subroutine

[0o01]- [oo0i]

Execute subrout ine

Counter increment

Jump to cwcle top

Prozram end
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[Error view]

If an error gets detected in the simulation, content as shown below should be displayed in
the error window, and a cross (x) mark should be shown on the figure or track that the error
was detected. Correct the figure or track referring to the information.

# Sample.sgprjt - SEL Program Generator (Screw Tightening)

=l

File(F) Edit(E) View(V)

Project(P) Draw(D) Tool(T) Help(H)

L
s Rk =
Acton  Veex  Mmm  VW|Nyl0 0 10 2 W 40 0 @
0 Work Home | Faint 0.000 ¥
[ Foint  Point 10000
2 Paint Paint 10000 =
3 Faint Foint 10000
4 Point Faint 30.000 -
5 Point Faint 30.000 = * " "
6 Foint Paint 50000
7 Foint Paint 0000 =
8 Faint Foint 100.000
9 Point Faint 100.000 = - -
W Paint Faint 100,000
=
S
R o
=
S o
=
= o o o
4 g

0 B0 %0 100

110

Error

(e

Err:
Step:10

C36 I/0 Port, Flag Mo. invalid

= -h.027, W=

26,4508 [Magnification: 100%

[Contents Displayed in Error Window (display to be shown only for contents with information)]

Err

*eo O o o

: Error Number and Error Name

Step : Error Detection Program Step *
Axis : Error Detected Axis Number

Pos : Error Detected Position Number *
Applicable for SEL Program Generation Window Display displayed by selecting

[Project (P)] - [SEL Program Generation (G)]
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17. Operation Check of Generated SEL Program

The generated SEL program should be written in the robot controller and checked the
operation in the actual device.

17.1 Write Data to a Robot Controller
Write the SEL program and position data saved in a file in the robot controller with using
“XSEL PC Software”.
For the procedures how to write in, refer to the instruction manual for “XSEL PC Software”.

17.2 Test

Execute the written SEL program to check the operation.
For how to execute a program, refer to the instruction manual for “XSEL PC Software”.

.LL .
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18. Tool Option Setting

Setting should be established for each option in this software.

Common Setting
Drawing Setting
DXF Setting
Reference Setting
Generate Setting
Simulation

-

Option

[zt

Cummnnl Drawing | DF | Reference | Generate | Simulationl

Line width 2} Resztare default
Vertex =ize fils Restare default

Pick range bl Reztaore default

Pick judee distance 3l Restore default

Rendering quality [High v] [ Restare default ]

[] Draw center paint(Are/Circle)

O
-

[

l [ Cancel ]

18.1 How to Display Setting Window

Execute [Tool (T)] - [Option (O)] from the menu bar.

MEOQ373-4A
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18. Tool Option Setting .
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18.2 Common Setting

156

Line width
Yertex zize
Pick range

Pick judee diztance

2 I Festare default

fils I Festore default

= I Festore default

3 I Festare default

Fendering quality IHigh v] I Festore default

S R S QL S N R S

[] Draw center point{fre/Circle)

Item Contents
Line width Set the line width of a line figure.
Unit: Pixel
Settable Range: 1 to 10 (Default: 2)
Vertex size Set the size of a peak point.
Unit: Pixel
Settable Range: 0 to 10 (Default: 6)
Pick range Set the picking range of the mouse cursor when clicking a
figure with a mouse.
Unit: Pixel
Settable Range: 1 to 10 (Default: 5)
Pick judge A figure starts moving after the figure gets picked (selected)
distance and dragged for the distance set in this setting or more.

Unit: Pixel
Settable Range: 0 to 10 (Default: 3)

Rendering quality

Set the drawing quality of a figure.
Set it to “Low” and the load of drawing process should be
reduced.

Settable Range: Low or High (Default: High)

Draw center point

(Arc / Circle)

Set if a center of a circle / arc should be shown.
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18.3 Drawing Setting

Mormal line calar

Screw tightening line color I-I I Festaore default

Selected line colar
Decimal places

Snap range

I-I I Festore default

I-I I Restaore default

0p I Festore default

10} I Festore default

ltem

Contents

Normal line color

Set the color to display normal figures (figures not selected
and no screw tightening conducted).

Screw tightening
line color

Set the color to display figures with screw tightening
conducted.

Selected line
color

Set the color to display selected figures.

Decimal places

Set the number of digits under decimal point for the coordinate
values at the position where the mouse cursor points at.

Unit: Digit

Settable Range: 0 to 3 (Default: 3)

Snap range

Set the snap range of a peak point.

Set it to “0” and the snap function will be inactivated.
Unit: Pixel
Settable Range: 0 to 100 (Default: 10)

MEOQ373-4A
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18.4

DXF Setting

Normal line color Restore default
Selected line color Restore default
Spline 1st division distance (mm) 10/%  Restare default
[ Import Z-coordinate

[] Remove imported figures

158

Item Contents
Normal line color | Set the color to display figures not selected.
Selected line Set the color to display selected figures.
color
Spline 1st division | Set the distance to divide a spline figure into straight lines.
distance (mm) (Unit: mm)
Settable Range: 0.1 to 100.0 (Default: 1.0)
Import Set if the Z-axis should be read in when a dxf drawing is read
Z-coordinate in.
Remove imported | Set if the read dxf drawing should be deleted.
figures
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18.5 Reference Setting

Line color |-| | Festore default

ltem

Contents

Line color

Set the color to display reference figures.

18.6 Generate Setting

Supprezs coordinate =o that it falle within zoftware limit

Simple arch maotion conversion when arch motion iz not established

ltem

Contents

that it falls within
software limit

Suppress coordinate so

Set if adjustment should be conducted to get in the soft
limit range when a figure falls out of the soft limit range.
A warning message will appear if no adjustment is
conducted.

Simple arch motion
conversion when arch
motion is not established

Set whether to switch to the simple arch motion (go up in
Z-axis -> move horizontally -> go down in Z-axis) when
“Relative Coordinate Indicated Arch Motion” should not
satisfy the arch motion conditions.

18.7 Simulation

Adjust cvcle time

fast

1 2oy

ltem

Contents

Adjust cycle time

It is for adjustment at the manufacturer. Keep it set at 0.

MEOQ373-4A
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19. Version Information

Execute [Help (H)] - [About (A)] from the menu bar, display the “Version Information

Window”.

MEOQ373-4A

-

Yersion

=2

9.9.9.9 [2017.07.26]

GE“ 161 Corporation

SEI_ SEL Proeram Generator (Screw Tightening)

DLL Yersion

FileInfoTrans dll 99494
VRCIterface TTA I RRY
WRCCommonlhterface dll 0994
SELGhtrErrorMezzage dll 99494
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Change History

Revision Date

Revision Description

2017.07

2017.09

2019.06

2025.08

First Edition

Second Edition
* “MSEL” added in applicable controllers
* Simulation feature added

Third Edition
Descriptions revised in general

Fourth Edition

* “RSEL” added in applicable controllers
* Applicable for Windows 11 added

* Applicable DXF file version revised

* Spline first split distance unit added
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